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ABSTRACT

Energy Efficiency in Wireless Networks. (August 2005)

Eun-Sun Jung, B.S., Dankook University;

M.S., University of London

Chair of Advisory Committee: Dr. Nitin H. Vaidya

Energy is a critical resource in the design of wireless networks since wireless devices are

usually powered by batteries. Battery capacity is finite and the progress of battery tech-

nology is very slow, with capacity expected to make little improvement in the near future.

Under these conditions, many techniques for conserving power have been proposed to in-

crease battery life.

In this dissertation we consider two approaches to conserving the energy consumed

by a wireless network interface. One technique is to use power saving mode, which allows

a node to power off its wireless network interface (or enter a doze state) to reduce energy

consumption. The other is to use a technique that suitably varies transmission power to

reduce energy consumption. These two techniques are closely related to the MAC (Medium

Access Control) layer.

With respect to power saving mode, we study IEEE 802.11 PSM (Power Saving Mech-

anism) and propose a scheme that improves its energy efficiency. We also investigate the

interaction between power saving mode and TCP (Transport Control Protocol). As a sec-

ond approach to conserving energy, we investigate a simple power control protocol, called

BASIC, which uses the maximum transmission power for RTS-CTS and the minimum

necessary power for DATA-ACK. We identify the deficiency of BASIC, which increases

collisions and degrades network throughput, and propose a power control protocol that ad-

dresses these problems and achieves energy savings. Since energy conservation is not an
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issue limited to one layer of the protocol stack, we study a cross layer design that combines

power control at the MAC layer and power aware routing at the network layer. One power-

aware routing metric is minimizing the aggregate transmission power on a path from source

to destination. This metric has been used along with BASIC-like power control under the

assumption that it can save energy, which we show to be false. Also, we show that the

power aware routing metric leads to a lower throughput. We show that using the shortest

number of hops in conjunction with BASIC-like power control conserves more energy than

power aware routing with BASIC-like power control.
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CHAPTER I

INTRODUCTION

A. Motivation

Over the past few decades, a large volume of research has been conducted in the area of

wireless networks. Energy is a critical resource in the design of wireless networks, since

wireless devices are often powered by batteries. Batteries can provide a finite amount

of energy; therefore, to increase battery lifetime, it is important to design techniques to

reduce energy consumption by wireless hosts. Many techniques have been proposed to

increase battery lifetime. Past research has investigated energy conserving mechanisms at

the various layers of the protocol stack, including work on routing [6, 15, 17, 58], medium

access control (MAC) [8, 16, 37, 48, 47], and transport protocols [2, 29, 62].

In this dissertation we focus on energy efficiency in a wireless network interface. A

wireless network interface can be in an awake, doze, or off state [23]; we may say that

a node is in a certain state when its wireless interface is in that state. In the off state,

the wireless interface consumes no power. In the doze state, a node cannot transmit or

receive, and consumes very little power. In the awake state, a node may be in one of three

different modes – transmit, receive, or idle – and consumes somewhat different power

in each mode (although all three modes in the awake state consume significantly more

power than the doze state). For instance, the Lucent IEEE 802.11 WaveLAN card [35, 49]

consumes 1.65 W, 1.4 W, and 1.15 W in the transmit, receive, and idle modes, respectively.

In the doze state, the WaveLAN card consumes 0.045 W [35]. More recent data shows that

the Cisco AIR-PCM350 card consumes 1.88 W, 1.3 W, 1.08 W in the transmit, receive,

and idle modes, respectively, and 0.045 W in the doze state [44]. As we see, the most

The journal model is IEEE Transactions on Automatic Control.
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significant energy consumption in wireless network interface occurs in the transmit mode.

Also, a significant amount of energy is consumed even in the idle mode. This occurs due

to the CSMA/CA mechanism in IEEE 802.11 which requires each node that is awake to

continually listen to the channel.

A wireless network interface consists of several components such as a processor to

execute the medium access control (MAC) protocol, a baseband processor, an RF power

amplifier, etc. Among these components, an RF power amplifier consumes a significant

fraction of energy. As reported in [4], an RF power amplifier may consume more than 50%

of the entire power consumption of wireless network interface during transmission. In gen-

eral, power consumption in a packet transmission varies inversely with distance between

two nodes. Consequently, reducing the energy consumption of an RF power amplifier is

desirable.

Motivated by these observations, this dissertation considers two approaches to con-

serving the energy consumed by a wireless network interface. One technique is to use

power saving mode, which allows a node to power off its wireless network interface (or

enter the doze state) to reduce energy consumption in the idle mode [7, 46, 55]. The other

is to use a power control scheme that suitably varies transmission power to reduce energy

consumption in the transmit mode [1, 13, 14, 18, 53, 54].

Power saving mode enables a node to power off its wireless network interface (or to

enter the doze state) whenever it does not have a packet to transmit or receive. Although

a node in the doze state consumes little energy compared to the transmit or receive modes

there exists a wake-up delay for a doze-to-awake transition. For example, 250 µs is reported

for the transition in [27]. In this dissertation, we study the power saving mechanism (PSM)

in the context of IEEE 802.11, which is the most widely used wireless local area network

(WLAN) technology. IEEE 802.11 PSM requires every node to be synchronized by beacon

intervals. At the beginning of each beacon interval there exists a time interval, the ATIM
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window, where every node has to be awake. During the ATIM window, nodes announce

any pending packets to their destinations. Any node that has packets to transmit or receive

stays in awake for the remaining beacon interval. On the other hand, nodes that do not

have any packet to transmit or receive enter the doze state after the ATIM window to save

energy. In IEEE 802.11 PSM, the size of the ATIM window is fixed and identical for every

node. However, the optimal ATIM window size depends on network load, the number of

nodes in the network, and other factors. If the ATIM window is too small, there is not

enough time for all nodes to announce their pending packets. On the other hand, if the size

is too large, there is not enough time for actual data transmissions. We propose an adaptive

approach, which dynamically adjusts the ATIM window size based on observed network

conditions. The proposed solution optimizes IEEE 802.11 PSM in terms of throughput and

energy savings. We also investigate the interaction between power saving mode and TCP

(Transport Control Protocol).

Power control is a mechanism that allows nodes to vary their transmission power lev-

els. Power control offers two benefits: spatial reuse of the wireless channel, and energy

savings. As nodes reduce their transmission power levels the interferences among nodes

decreases. This allows simultaneous transmissions in the network, consequently increas-

ing the channel capacity. The other benefit of power control is energy savings. Since nodes

utilize only necessary transmission power to transmit a packet they can reduce energy con-

sumption. We investigate a simple power control scheme, called BASIC, for the purpose

of energy savings. The BASIC protocol is based on an RTS-CTS handshake in the context

of IEEE 802.11. BASIC uses the maximum transmission power for RTS and CTS and the

minimum necessary transmission power for DATA and ACK. Although this type of power

control protocol does not provide spatial reuse it has been believed that it can conserve

energy. However, we identify its shortcoming, which increases collisions and degrades

network throughput. We propose a new power control protocol that fixes the problem of
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BASIC and achieves energy savings.

The above approaches, power saving mode and power control, are related to the MAC

layer. However, energy conservation is not an issue limited to one layer of the protocol

stack. Recently, many researchers have focused on cross-layer designs to conserve energy

more effectively. One such effort is to employ power control at the MAC layer and to

design power aware routing at the network layer. A conventional routing protocol selects

a path using the shortest number of hops as a routing metric. It has been proposed that a

different routing metric may be useful to achieve energy savings. One such power-aware

routing metric is minimizing the aggregate transmission power on a path from source to

destination. This metric has been used along with the BASIC-like power control (using

the maximum transmission power for RTS-CTS and the minimum necessary transmission

power for DATA-ACK) under the assumption that it can save energy, which we show to

be false. We show that using the shortest number of hops in conjunction with BASIC-like

power control conserves more energy than the power aware routing with BASIC-like power

control.

B. Dissertation Organization

The rest of this dissertation is organized as follows. In Chapter II, we first overview

IEEE 802.11 power saving mechanism (PSM) that are specified for an IBSS (Indepen-

dent Basic Service Set) of DCF (Distributed Coordination Function) and survey related

work. We then present our proposed scheme, IPSM, and its performance evaluation. In

Chapter III, we review the relevant work on power control and provide background infor-

mation on IEEE 802.11. We describe the BASIC power control protocol and its deficiency,

followed by our proposed protocol. Then, we present simulation results. In Chapter IV,

we first overview the related work. We then describe a power aware routing protocol with
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the BASIC-like power control, PARO, and investigate its energy efficiency. Based on the

simulation results we show that using the shortest number of hops with BASIC-like power

control can save more energy than PARO. Finally, in Chapter V, we summarize our contri-

butions and conclude the dissertation by discussing future work.
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CHAPTER II

POWER SAVING MECHANISM

In this chapter, we study an energy efficient MAC protocol for wireless networks, which

attempts to reduce energy consumption by putting the wireless interfaces in a “doze”

state when deemed reasonable. Specifically, we consider energy savings in the context

of IEEE 802.11 power saving mode.

As mentioned earlier, a wireless network interface can be in awake state, doze state

or off state [23]. In this dissertation, we only consider the awake and doze states. Thus,

the proposed MAC protocol may place a wireless interface in either the awake or the doze

state at any given time. Transition from the doze state to the awake state requires a small

duration of time (for instance, the transition time is reported as 250 µs in [27]). Also,

transition from the doze state to the awake state results in additional energy consumption

during the transition [21].

IEEE 802.11 consists of two components: PCF (Point Coordination Function) and

DCF (Distributed Coordination Function). PCF is a centralized medium access control

protocol, whereas DCF is a fully distributed protocol [23]. IEEE 802.11 specifies a power

saving mechanism for both PCF and DCF. This dissertation focuses on the power sav-

ing mechanism (PSM) specified for DCF in an IBSS (Independent Basic Service Set) of

IEEE 802.11.

In PSM specified for DCF in an IBSS, time is divided into so-called beacon intervals

by means of a distributed protocol for beacon transmission. One purpose of the beacons is

to synchronize the different nodes [7, 23]. So far as our power saving scheme is concerned,

any other mechanism, such as GPS [32], may also be used to synchronize the nodes if

available. The beaconing protocol has a shortcoming (particularly when used in conjunc-

tion with the power saving mode): that is, when two groups of nodes that are initially
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partitioned from each other come together, it may not be possible for them to synchronize

their beacon intervals. Some solutions for synchronizing beacon intervals when using DCF

in multi-hop wireless networks are proposed in [51]. In this dissertation, we do not con-

sider the problem of synchronizing the nodes, and assume that a mechanism exists for this

purpose. For the rest of our discussion, we will assume that time is divided into beacon in-

tervals that begin and end approximately at the same time at all nodes. A similar approach

is also taken in [7].

The power saving mechanism specified for DCF requires that at the start of each bea-

con interval, every node must stay awake for a fixed time interval, called the ATIM (Ad-hoc

Traffic Indication Message) window. Thus, during an ATIM window, all nodes are in the

awake state. The ATIM window is utilized to announce any packets pending transmission

to nodes in the doze state, as described later. An earlier investigation [55] shows that any

fixed size of the ATIM window cannot perform well in all situations, when throughput and

energy consumption are considered. This chapter presents an adaptive mechanism to dy-

namically adjust the size of the ATIM window. We refer to our protocol as Improved Power

Saving Mechanism (IPSM). Note that IPSM allows different nodes to use different ATIM

window sizes.

The rest of this chapter is organized as follows. Section A presents an overview of the

DCF power saving mechanism in IEEE 802.11, and Section B reviews the related work.

Our proposed approach, IPSM, is presented in Section C. Section D describes our simula-

tion model and discusses the simulation results. Section E summarizes this chapter.

A. Power Saving Mechanism for DCF in IEEE 802.11

Fig. 1 illustrates the power saving mechanism (hereafter referred as PSM) in DCF. Time

is divided into beacon intervals [23]. At the start of each beacon interval, each node stays
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C

B

A ATIM

ATIM−ACK ATIM window

ATIM window

ATIM windowATIM window

beacon interval

Dozing

Dozing

Dozing

beacon interval

Dozing

DATA

ACK

Fig. 1. Power saving mechanism for DCF: Node A announces a buffered packet for B using

an ATIM frame. Node B replies by sending an ATIM-ACK, and both A and B stay

awake during the entire beacon interval. The actual data transmission from A to B is

completed during the beacon interval. Since C does not have any packet to send or

receive, it dozes after the ATIM window.

awake for an ATIM window interval. We describe the power saving mechanism using

Fig. 1. In PSM, when any node has a packet destined for another node, the packet is an-

nounced during a subsequent ATIM window. For instance, in Fig. 1, node A announces

a packet destined for node B by transmitting an “ATIM frame” during the ATIM window.

The transmission of an ATIM frame is performed using the CSMA/CA (collision avoid-

ance) mechanism specified in IEEE 802.11. When a node has sent an ATIM frame to

another node, such as node A in our example, the node remains awake for the entire bea-

con interval. A node that receives an ATIM frame replies by sending an ATIM-ACK. Such

a node remains awake for the entire beacon interval, after transmitting the ATIM-ACK.

In our example, node B sends an ATIM-ACK to node A and remains awake for the

rest of the beacon interval. Transmission of one or more data packets from node A to node

B can now take place during the beacon interval, after the end of the ATIM window. A

node that has no outstanding packets to be transmitted can go into the doze state at the end
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of the ATIM window if it does not receive an ATIM frame during the ATIM window. In

Fig. 1, node C dozes after the ATIM window, thus saving energy. All dozing nodes again

wake up in PSM at the start of the next beacon interval.

In PSM specified in IEEE 802.11, all nodes use the same (fixed) ATIM window size,

as well as identical beacon intervals [23]. Since the ATIM window size critically affects

throughput and energy consumption, a fixed ATIM window does not perform well in all

situations, as shown in [55]. If the ATIM window is chosen to be too small, there may

not be enough time available to announce buffered packets (by transmitting ATIM frames),

potentially degrading throughput. If the ATIM window is too large, there would be less

time for the actual data transmission, since data is transmitted after the end of the ATIM

window, again degrading throughput at high loads. Large ATIM windows can also result

in higher energy consumption since all nodes remain awake during the ATIM window.

In particular, at a low load, large ATIM windows are unnecessary. Thus, a static ATIM

window size cannot always perform well. We propose a dynamic mechanism for choosing

an optimal ATIM window size.

B. Related Work

As mentioned earlier, PCF in IEEE 802.11 [23] also supports a power saving mechanism.

For power management in PCF, base stations periodically transmit beacons. A base station

buffers packets for nodes in the doze state and these buffered packets are announced in a

TIM (Traffic Indication Map). TIM is an element included in all beacons generated by

a base station. A node in the sleep state periodically wakes up and listens for beacons. It

transmits a PS-Poll (Power Save Poll) frame to the base station if the TIM indicates pending

packets for the node. The base station then transmits the buffered packets to the node. A

node can go back to the doze state if the TIM indicates that there is no pending packet for
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the node.

Woesner et al. [55] present simulation results for the power saving mechanisms of two

wireless LAN standards, IEEE 802.11 and HIPERLAN. They show the different sizes of

beacon intervals and ATIM windows in IEEE 802.11 have significant impact on throughput

and energy consumption. Tseng et al. [51] propose some solutions for synchronizing bea-

con intervals when using DCF in multi-hop wireless networks. Bluetooth [3] is designed

for a low-cost and low-power wireless network. Bluetooth devices are usually organized

into so called piconets, which consist of one master and up to 7 slave devices. Bluetooth

provides three different low power modes (sniff, hold and park) to reduce energy consump-

tion. Energy efficiency in Bluetooth is studied in [24, 61].

IEEE 802.11 uses a handshake consisting of RTS (Request-To-Send) and CTS (Clear-

To-Send) preceding transmission of a data packet. A power-conserving algorithm proposed

in [5] requires a node to enter the doze state if it overhears RTS/CTS for data transmission

between some other nodes (the RTS and CTS packets specify duration of the impending

data transfer, which can be used to determine the doze period). However, this approach

is not always suitable due to the time and energy costs associated with a doze-to-active

transition – these costs can make it expensive to transition between awake and doze states

on a per-packet basis. Our scheme, on the other hand, makes transitions between awake

and doze states at most once per beacon interval.

A power saving scheme presented in [9] is another variation of IEEE 802.11 PSM.

The scheme has two time slots for beacon transmissions, called ETS (Earlier Time Slot)

and LTS (Later Time Slot). When a node has a pending packet it transmits a beacon during

ETS. In contrast, if no node has any pending packet, beacons will be transmitted during

LTS. In this case, all nodes can enter the doze state after beacon transmissions to save

energy. However, the scheme has a limitation. It uses almost a half of beacon interval

(40 ms) for the ATIM window. Thus, when only one node in the network has a pending
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packet during a beacon interval, the node will transmit a beacon during ETS. This results

in a situation where all nodes stay awake for the long ATIM window (40 ms) wasting their

energy. Moreover, large ATIM window gives less time for the actual data transmission.

SPAN [7], a power saving technique, elects a group of “coordinators” which are

changed periodically. The coordinators stay awake and forward traffic for active connec-

tions. Non-coordinators follow the power saving mechanism in IEEE 802.11. Nodes buffer

the packets for dozing destinations and announce these packets during ATIM window.

SPAN introduces a new advertised traffic window following an ATIM window. During

this advertised traffic window, the announced packets and the packets for the coordinators

can be transmitted. After this window, only the packets for the coordinators can be trans-

mitted, and non-coordinators can go to doze state if they do not have traffic to send or

receive.

The protocol proposed in [60] also uses the power saving mechanism of IEEE 802.11.

However, unlike IEEE 802.11, the protocol in [60] uses information from the network

layer to reduce packet delivery latency. When a node receives routing packets, such as

route request, route reply, etc., the node will stay awake for a predefined time duration,

which is much longer than a beacon interval. Nodes involved in packet forwarding will be

awake for a longer time, so that the end-to-end latency is reduced.

GAF [58] uses location information, provided by GPS, to form “virtual grids”. All

nodes in the same grid are equivalent in terms of traffic forwarding. GAF guarantees that

one node in each grid stays awake in order to forward traffic.

In PAMAS [47], each node uses two separate channels for control packet and data

packet transmissions. Using the control channel, a node determines when to power off and

the power-off duration. This scheme has the disadvantage of requiring two channels for

communication. Similar to PAMAS, S-MAC [59] allows nodes to sleep during neighbors’

transmissions; nodes go to sleep after hearing an RTS or a CTS destined for neighbors.S-
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MAC is designed for wireless sensor networks, where each node usually has limited energy

capacity and limited wireless channel bandwidth. S-MAC reduces contention latency by

message passing. Long messages are fragmented into many small fragments, which are

transmitted in bursts. Only one RTS and one CTS are used to transmit many fragments.

When nodes overhear an RTS or a CTS, they will go to sleep for the time that is needed to

transmit all the fragments.

Another energy efficient protocol is proposed in [22] for wireless microsensor net-

works, where each node usually has limited energy capacity and limited wireless channel

bandwidth. A cluster-based routing protocol, LEACH (Low-Energy Adaptive Clustering

Hierarchy), is proposed to minimize global energy consumption by distributing the load to

all the nodes.

C. Proposed IPSM Scheme

We now present our proposed scheme, IPSM (Improved Power Saving Mechanism). There

are two main differences between IPSM and PSM specified in IEEE 802.11:

• Dynamic adjustment of ATIM window

In the proposed IPSM scheme, each node independently chooses an ATIM window

size based on observed network conditions. This might potentially result in each

node using a different ATIM window size.

• Longer dozing time (more energy saving)

In PSM specified in IEEE 802.11, when a node transmits or receives an ATIM frame

during an ATIM window, it must stay awake during the entire beacon interval. This

approach allows a single ATIM frame from, say node A to node B, to be followed up

by multiple data packets during the remaining beacon interval – that is, a single ATIM

frame and ATIM-ACK exchange can be used to deliver several packets in the same
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beacon interval. While this approach has its advantages, at low loads, this approach

results in a much higher energy consumption than necessary. In the proposed IPSM

scheme, we allow a node to enter the doze state after completing any transmissions

that are explicitly announced in the ATIM window.

For instance, if node A has only one packet pending, say, for node B, and no other

node has a packet pending for node B, then both nodes A and B would enter the doze

state after completing transmission of the single packet (when using IPSM) – on the

other hand, with PSM in IEEE 802.11, both A and B will remain awake for the entire

beacon interval. As noted above, IEEE 802.11 approach has the benefit of being able

to transmit multiple packets to a destination following a single ATIM frame. IPSM

achieves the same benefit of the IEEE 802.11 approach by piggybacking the number

of pending packets inside data packets.

As we will see later, the first feature, dynamic adjustment of ATIM window, allows

to achieve throughput comparable to that of IEEE 802.11 while the second feature

results in saving more energy.

In IPSM, a node uses only one ATIM frame to announce pending packets for the

same destination during the same beacon interval. When a node, say node A, successfully

transmits an ATIM frame to another node, say node B, node A will not transmit another

ATIM frame to the same destination in the same beacon interval. Instead, node A includes

in each packet sent to B the number of packets still pending for node B1. This information

allows node B to determine when it has received all the packets pending at node A at

the time of data transmission. If node A could not deliver all pending packets that were

1In fact, there exists “more data” bit that can be used for the same purpose. That is, node A
can set the “more data” bit inside data packets and B will stay awake until ”more data” is
set to zero. In the simulation, we include the number of pending packets, however, using
“more data” bit the protocol will become simpler.
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previously announced to node B, and the current beacon interval expires, nodes A and B

both stay up in the next beacon interval, with B anticipating the remaining packets from

node A, without node A having to send an ATIM frame to node B. Node A delivers the

remaining packets to B, and then may enter the doze state if it has no other announced

pending packets to transmit or receive. Similarly, node B may enter the doze state after

receiving the previously announced packets, if it is not aware of any other pending packets.

Like PSM, if packets arrive after a node has already entered the doze state they will be

buffered and announced during a subsequent ATIM window.

1. IPSM Protocol

In this subsection, we present the IPSM operations in detail. We first define few terms that

are used in the rest of the chapter:

• ATIMmin: The minimum ATIM window size that a node can have. ATIMmin is set

to 2 ms in our simulations.

• ATIMmax: The maximum ATIM window size that a node can have. ATIMmax is set

to 16 ms.

• ATIMinc: The amount of time by which a node can increase the ATIM window at a

time. ATIMinc is set to 2 ms.

• CIT (Channel Idle Time): Current channel idle time measured at the end of the ATIM

window. During the ATIM window, each node measures how long the channel was

idle continuously. Whenever the channel is busy the CIT value is reset to zero. There-

fore, if the CIT value is greater than zero at the end of the ATIM window, it implies

that the channel is idle at that time.

• CITThreshold (Channel Idle Time Threshold): At the end of the ATIM window if

CIT is greater than CITThreshold the channel is idle long enough to assume that no
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node intends to transmit an ATIM frame. Thus, in this case, a node does not need

to increase its ATIM window size. CITThreshold is set to 128 time slots (2.56 ms)

in our simulations. The reason why CITThreshold is chosen to be 128 time slots is

described later.

Fig. 2 illustrates the IPSM scheme. At the beginning of each beacon interval, nodes

transmit beacons, as described in IEEE 802.11. After that, each node begins with ATIM

window size equal to ATIMmin. When the ATIM window finishes a node compares CIT

with CITThreshold. If CIT is less than or equal to CITThreshold the node increases its

ATIM window by ATIMinc and restarts the ATIM window for ATIMinc. For instance, in

Fig. 2, node A and B transmit an ATIM and ATIM-ACK, respectively, during the ATIM

window. At the end of the ATIM window, A, B, and C have CIT less than CITThreshold.

Thus, they increase their ATIM window size by ATIMinc. This process is repeated until

CIT exceeds CITThreshold, or until the ATIM window size reaches ATIMmax2. After the

ATIM window finishes, nodes begin their data transmissions. When they complete their

packet transmissions they enter the doze state. In our example, A and B start their data

transmission after the increased ATIM window finishes. After completing data transmis-

sions, they start dozing for the remaining beacon interval. Since C has no packet to send or

receive, it dozes after the ATIM window. All nodes wake up at the start of the next beacon

interval, and repeat the process. That is, every node transmits a beacon and starts its ATIM

window size equal to ATIMmin. Since no node in Fig. 2 has a packet to send or receive, A,

B, and C will have CIT greater than CITThreshold at the end of the ATIM window (ATIM-

min). Hence, they can enter the doze state for the rest of beacon interval. Pseudo code for

adjusting the ATIM window is described in Algorithm. 1.

2As an alternative to increase the ATIM window size by ATIMinc, a node may continue
in the ATIM window until its CIT value exceeds CITThreshold or the ATIM window size
reaches ATIMmax. Using this alternative the protocol will become simpler.
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Fig. 2. IPSM: During the ATIM window node A and B transmit an ATIM and ATIM-ACK,

respectively. At the end of the ATIM window, CIT is less than CITThreshold. Thus,

nodes A, B, and C increase their ATIM window size by ATIMinc. When the in-

creased ATIM window finishes nodes have CIT larger than CITThreshold, so A and

B start their data transmission. Since C has no packet to send or receive it dozes after

the ATIM window. Once completing all the data transmission A and B will also doze

for the remaining beacon interval.

Note that there exists a finite delay associated with the doze-to-awake transition as

well as a higher energy consumption. Therefore, in IPSM, a node will not enter the doze

state after completing packet transmissions if the remaining duration in the current beacon

interval is “too small” – specifically, in our simulations, a node will not enter the doze state

if the remaining duration is less than 1600 µs – the delay for both doze-to-awake transition

and awake-to-doze state transition are assumed to be 800 µs each [21, 45].

We now explain the reason why we set CITThreshold to 128 time slots. As mentioned

earlier, each ATIM frame is transmitted using the CSMA/CA mechanism in IEEE 802.11.

Specifically, a node wanting to transmit an ATIM frame picks a backoff interval in the range

[0, cw], where cw denotes the contention window. The initial cw value is called cwmin.

The backoff interval is decremented by 1 after each “clock tick” if the channel is sensed as
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Algorithm 1 IPSM: ATIM Window Adjustment

1: ATIM window is set to ATIMmin;

2: finished := false;

3: repeat

4: if ATIM window expired then

5: Node checks its CIT ;

6: if CIT ≤ CITThreshold and ATIMsize < ATIMmax then

7: Continue in ATIM window for ATIMinc duration;

8: else

9: Start data transmission or enter the doze state;

10: finished := true;

11: end if

12: end if

13: until finished is true;

idle [23]. An ATIM frame is transmitted when the backoff interval reaches 0. When the

ATIM frame is received by the destination node, it responds by sending an ATIM-ACK.

However, the ATIM frame may collide with an ATIM frame transmitted by another node.

In this case, the ATIM-ACK will not be sent. If an ATIM-ACK is not received in response

to the transmitted ATIM frame, the node transmitting the ATIM frame doubles the value of

cw, selects a new backoff interval, and repeats the process to retransmit the ATIM frame.

In IPSM, a node can retransmit an ATIM frame up to 3 times for the same destination.

Therefore, when cwmin is 31 the cw value can be doubled up to 128. This means that if

the CIT value at the end of the ATIM window is larger than 128 time slots we can assume

that no node has an ATIM frame to transmit. Therefore, nodes stop increasing their ATIM

window sizes and start their data transmission when CIT is greater than CITThreshold.
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2. Hidden and Exposed Terminal Problems

The IPSM protocol may have the exposed terminal problem due to the CSMA mechanism.

In this subsection, we first explain the hidden and exposed terminal problems in wireless

network, and show how the exposed terminal problem can affect IPSM. After that we

propose some solutions to overcome the problem.

Fig. 3 (a) and (b) illustrate the hidden and exposed terminal problems, respectively.

In Fig. 3 (a), node A wants to send a packet to node B and node C wants to send a packet

to node D. When A sends a packet to B, C cannot hear it so C will assume the channel to

be idle. Therefore, when C starts to send a packet to D it will cause a collision at B. This

is called the hidden terminal problem – that is, A is “hidden” for C. The hidden terminal

problem can cause more collisions, wasting channel bandwidth.

The exposed terminal problem is depicted in Fig. 3 (b). When B sends a packet to

A, C has to defer its transmission to avoid a collision at B. Therefore, when D sends a

packet to C, C will not respond to D. This is called the exposed terminal problem – that is,

C is “exposed” to B. While the hidden terminal problem results in data loss, the exposed

terminal problem reduces efficiency.

A B C D

Collision

(a) Hidden terminal problem

A B C D

Not possible

(b) Exposed terminal problem

Fig. 3. (a) Node A is transmitting a packet to node B; node A is “hidden” for node C. When

C starts to transmit a packet to node D, it will cause a collision at B. (b) Node B is

transmitting a packet to node A. Since node C is “exposed” to B, node B has to defer

its transmission with node D. While the hidden terminal problem results in data loss,

the exposed terminal problem simply reduces efficiency.
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IPSM has the exposed terminal problem during the ATIM window. Recall that the

AITM window in IPSM expires when the channel is idle for 128 slot time. Let us consider

the scenario in Fig. 3 (b). Suppose A and B communicate ATIM and ATIM-ACK with each

other, and C wants to send an ATIM to D. While C is deferring its transmission for B, D

will sense the channel to be idle and its idle timer may pass 128 slot time. Thus, D will

finish its ATIM window and enter the doze state without receiving packets from C.

To overcome this problem, we propose a simple solution. In IPSM, if a node cannot

transmit an ATIM, it will choose a small cw value (15 in the simulation) in the subsequent

beacon interval. If an ATIM-ACK is not received in response to the transmitted ATIM

frame, retransmission occurs using the CSMA/CA mechanism. That is, the node transmit-

ting the ATIM frame doubles the value of cw, selects a new backoff interval, and repeats the

process to retransmit the ATIM frame. Since the cwmin value is 31 the node can send its

ATIM frame earlier than other nodes with a high probability. This is not a perfect solution

for the exposed terminal problem, but as we will show it works reasonably well. A more

solid solution to the exposed terminal problem can be using a separate busy tone channel.

In our example in Fig. 3 (b), when node C receives packet from B it defers its transmission

to D. Using a busy tone channel, C can transmit busy tones to D so that node D can sense

it [36]. By this way, D will know the existing transmission and will not enter the doze state.

In this dissertation, we adopt the solution using small cw, which is simpler than using busy

tones.

3. Power Saving Mode with TCP

TCP (Transport Control Protocol) is a connection-oriented, reliable data delivery protocol.

For congestion control, TCP uses a congestion window (cwnd) at a sender, which indicates

the amount of data that can be injected into the network. TCP assumes that network is con-

gested when it fails to receive an acknowledgment for a packet within some retransmission
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timeout (RTO) interval. RTO is determined by estimating the mean and variance of the

RTT (Round Trip Time). When packet loss is detected, lost packets are retransmitted. At

this time, the sender decreases the congestion window to avoid further congestion. Thus,

the amount of data being transmitted at the sender is reduced. On the other hand, whenever

the sender receives an acknowledgment, it increases the congestion window to transmit

more data. Congestion window threshold is set to half of the congestion window size if

packet retransmission is required.

As we will see in Section D. 2, power saving mode in PSM or IPSM does not perform

well with TCP. In PSM, if the ATIM window is too small some nodes may not be able to

announce their buffered packets. When the nodes enter the doze state for a few beacon

intervals, the TCP timeout occurs and packets are retransmitted. This will affect the TCP

performance. On the other hand, if the ATIM window is too large there is a delay for a

sender to receive acknowledgments from its receiver. Thus, the congestion window will be

increased slowly, which affects the amount of data transmission and the TCP performance.

However, we observe that having the ATIM window itself also delays a sender to receive

acknowledgments. This makes the congestion window increase slowly, which causes the

TCP throughput degradation.

The TCP throughput of IPSM may be worse than that of PSM because a node can enter

the doze state in the middle of a beacon interval. This feature gives good energy savings

for CBR (Constant Bit Rate) but not for TCP because it reduces time for data transmission.

Since the TCP throughput is degraded with any power saving mode, in this disserta-

tion, we allow IPSM to give up power saving mode when there is TCP traffic in the network

– that is, nodes will stay awake if there is TCP traffic. We refer to this as IPSM-T (IPSM

for TCP). In IPSM-T, each node maintains a time-to-alive timer. When a node sends or

receives a TCP packet it sets the timer for a predefined interval (200 ms in our simulation).

The node will not enter the doze state as long as the timer is not zero. Furthermore, when a
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sender transmits TCP packets, it indicates TCP traffic using one bit (say, TCP flag) inside

the packet headers of ATIM, RTS, and DATA. Similarly, when a receiver receives TCP

packets, it sets the TCP flag to 1 inside the packet headers of ATIM-ACK, CTS, and ACK.

Therefore, when neighbor nodes overhear these packets they look at the packet header and

check if the TCP flag is 1. If so, they update their time-to-alive timers and will not enter

the doze state. As long as there exists a TCP flow in the network, the timer at each node

is updated so that nodes involved in the TCP traffic can stay awake. Although all nodes in

IPSM-T maintain beacon intervals, they will not transmit beacons if the timer is not zero.

Also, a node will not transmit an ATIM since it assumes the destination is awake. On the

other hand, when the timer is zero, nodes assume that there is no TCP traffic so they trans-

mit beacons and ATIM frames. Note that each node performs this process independently.

Therefore, there can be some nodes that do not involve TCP traffic nor overhear the traffic.

These nodes will use power saving mode and enter the doze state after their ATIM windows

finish. A similar approach that uses a keep-alive timer is also taken in [60], where nodes

stay awake for a predefined time duration if they receive routing packets, such as route

request, route reply, etc.

D. Performance Evaluation

We simulate the proposed IPSM scheme, the PSM scheme in IEEE 802.11, and IEEE

802.11 without any nodes in the power saving mode – we refer to the last one as With-

Out Power Saving Mechanism (WOPSM). For IPSM, since there are two features that are

different from PSM (dynamic ATIM window and sleeping after finishing packet transmis-

sion), we also simulate a scheme that has each feature. We refer to these as PSMD (PSM

with the dynamic ATIM window option), and PSMS (PSM with the sleeping early option).

As we will see, having the dynamic ATIM window leads to optimal throughput and having
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the sleep option leads to more energy savings.

We use two metrics to evaluate the proposed scheme:

• Aggregate throughput over all flows in the network: One of our goals is to design

an energy conserving MAC protocol that improves energy consumption without de-

grading throughput. Therefore, this metric is useful to measure if any throughput

degradation occurs when using the proposed scheme.

• Total data delivered per unit of energy consumption (Kbits delivered per joule): This

metric measures the amount of data delivered per joule of energy. It is obtained

by dividing the aggregate throughput over all flows by total energy consumption

over all nodes in the network. Total energy consumption is the sum of each node’s

energy consumption during the simulation time. We use this metric as a measurement

of energy consumption – the greater the value of this metric, the lower the energy

consumption.

We do not use total energy consumption over a simulation duration as a metric

because the amount of useful “work” done (i.e., throughput achieved) by different

schemes over a given amount of time may be different. For instance, some scheme

may consume very little energy but also achieve very little throughput. Thus, it is not

fair to compare energy consumption of different schemes over a fixed time interval.

Therefore, we use the total data delivered per joule metric.

1. Simulation Model

We use ns-2 with the CMU wireless extensions [10] for our simulations. The channel bit

rate is 2 Mbps, and the packet size is fixed at 1000 bytes. The duration of each simulation

for UDP is 20 seconds. Each flow transmits Constant Bit Rate (CBR), and the rate of CBR

traffic is varied in different simulations. For TCP simulations, we use on-off traffic; The on
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and off intervals for each period is 10 and 100 seconds, respectively [60]. The simulation

time is set to 400 seconds. Each flow transmits TCP traffic, which is generated by FTP

applications.

For the energy model, we use 1.65 W, 1.4 W, 1.15 W, and 0.045 W to represent the

power consumed by the wireless network interface in the transmit, receive, and idle modes

and the doze state, respectively. For a doze to awake transition time, we use 800 µs [21, 45],

which is a much more conservative estimate than 250 µs in [27]. During this transition time,

a node consumes twice the power of idle mode.

Each node starts with enough energy so that it will not run out of its energy during the

simulations. All the simulation results are averages over 30 runs. We use 100 ms for each

beacon interval [23]. We simulate WOPSM, PSM, IPSM, PSMD, and PSMS. For PSM and

PSMS simulations, we vary the ATIM window size from 4 ms to 40 ms.

a. Wireless LAN

For a Wireless LAN, the number of nodes is chosen to be 10, 30, or 50. In all cases, half

of the nodes transmit packets to the other half. Therefore, when the number of nodes is n,

there is a total of n

2
flows in the network.

With CBR traffic, we vary the total network load to observe the effect of network load

on throughput and energy consumption. Simulated network loads are 10%, 20%, 30%,

40%, and 50%, measured as a fraction of the channel bit rate of 2 Mbps. For example, at

a network load of 10%, the total bit rate of all the traffic sources is 0.1 × 2 = 0.2 Mbps.

Each traffic source has the same bit rate. Thus, with a total load of 10%, and with 10 traffic

sources, each traffic source has a rate of 0.02 Mbps. We also simulate each scheme with a

dynamic network load using CBR. As Fig. 4 shows, the source nodes start with a network

load of 40% and the network load changes from 40% to 10% at 5 seconds. The nodes then

change from 10% to 20%, and from 20% to 30% at 5 second intervals.
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Fig. 4. In our dynamic network load scenario, the network load changes as the simulation

time changes.

b. Random Topology

For the multi-hop network, 50 nodes are randomly placed in a 1000 x 1000 m2 area. Ten

source and ten destination nodes are randomly chosen. Note that a source or destination

node can also be an intermediate node that forwards traffic for other nodes. The average

route length of the flows is 3 hops with a range of 1 to 5 hops. For CBR traffic, each traffic

source generates data rate of 5, 10, 15, or 20 Kbps. For TCP traffic, we use on-off traffic;

The on and off intervals for each period is 10 and 100 seconds, respectively. The simulation

time is set to 400 seconds.

2. Simulation Results

We now present simulation results. The following abbreviations are used to describe pro-

tocols used in graphs in this chapter:

• WOPSM: IEEE 802.11 WithOut Power Saving Mode.

• PSM: IEEE 802.11 Power Saving Mode.

• IPSM: Improved PSM, our proposed scheme.
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In IPSM, since there are two features that are different from PSM (dynamic ATIM

window and sleeping after finishing packet transmission) we simulate a scheme that has

only one feature so that we can observe how each feature affects throughput and energy

savings. For these schemes, we use the following abbreviations:

• PSMS: PSM with the Sleeping early option.

• PSMD: PSM with the Dynamic ATIM window. PSMD adjusts the ATIM window

size using the channel idle time like IPSM.

Although the purpose of the power saving technique is to save as much energy as

possible, we would like it to not degrade throughput. Thus, the goal is to use an ATIM

window size that leads to high energy savings without degrading throughput.

When a node is in the doze state, it can save 1.105 joule of energy per 1 second

of dozing time, since the power consumption difference between the idle mode and the

doze state is 1.105W (1.15W − 0.045W). However, there is also energy loss due to the

overhead of sending beacons, ATIM, and ATIM-ACK frames. Whenever a node transmits

these packets, it will consume the power of the transmit mode, and the neighbor nodes will

consume the power of the receive mode. Therefore, we have to make sure that the energy

gain from the doze state is larger than the energy loss.

a. Wireless LAN: Fixed Network Load

This subsection presents simulation results in the case where the total network load is

constant throughout the simulation. Figs. 5, 6, 7, and 8 show simulation results for fixed

network loads in a Wireless LAN.

Fig. 5 shows the aggregate throughput (aggregated over all flows) with fixed network

loads when using PSM, IPSM, and WOPSM schemes. In these figures, letter I on the

horizontal axis corresponds to the proposed IPSM scheme, and letter W corresponds to
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the WOPSM scheme. The performance of the PSM scheme in IEEE 802.11 depends on

the chosen ATIM window value. The figure plots the throughput of PSM as a function of

the ATIM window size. The ATIM window sizes are varied between 4 ms and 40 ms, as

plotted on the horizontal axis. The results in Fig. 5(a), (b), and (c) are for different numbers

of nodes on the LAN.

As the graphs show, the ATIM window size affects throughput achieved by PSM quite

significantly, especially with a large number of nodes in the network (Fig. 5 (c)). On the

other hand, proposed IPSM typically yields throughput comparable to WOPSM and PSM

with the optimal value of ATIM window size. Also, IPSM typically conserves more energy

than PSM, as we will discuss later in Fig. 6.

Recall that in PSM (and IPSM), each node only transmits one ATIM frame for many

pending packets for the same destination. Thus, with a small number of nodes in the net-

work, the ATIM window size for PSM is less sensitive in Fig. 5 (a) as compared to that

in Fig. 5 (c). For example, in Fig. 5 (a), a 4 ms ATIM window is enough to achieve the

desirable throughput for a network load of 10%. However, with a network load of 50% in

Fig. 5 (c), an ATIM window of about 20 ms gives the best throughput. As the number of

nodes increases or the network load gets heavier, the ATIM window size becomes a signif-

icant factor for both throughput and the energy consumption in PSM. If the ATIM window

is too small, there is not enough time to announce all the pending packets, resulting in

throughput degradation. If the ATIM window is too large, there is less time for the actual

data transmission, resulting in throughput degradation as well. Aggregate throughput is

also degraded in both PSM and IPSM with a network load of 50% in Fig. 5 (c). This is be-

cause the highly loaded network needs more time for data transmission, but both PSM and

IPSM use the extra channel capacity for the ATIM window. Also, PSM with a 20 ms ATIM

window performs a bit better than IPSM. In IPSM, nodes use more channel bandwidth than

PSM since they have to wait for the channel to be idle for 128 time slots in order to finish
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the ATIM window. Moreover, as long as there exists a node that sends an ATIM frame, the

ATIM window size gets increased. If there are too many nodes that want to send an ATIM,

it may result in a situation where there is no time for the actual data transmission. Thus,

the ATIM window size in IPSM is not increased beyond ATIMmax, which is set to 16 ms in

our simulations. It may be desirable to give up the power saving mode in a highly loaded

network.

Fig. 6 shows the total data delivered per joule. IPSM performs better than PSM. Since

all nodes are always awake with WOPSM, there is no energy savings from the doze state.

Although PSM allows a node to be in the power saving mode, the node cannot enter the

doze state if it has at least one packet to transmit or receive. This is a disadvantage when

the network load is low. In IPSM, a node can enter the doze state whenever it finishes the

transmission. This allows nodes to be in the doze state longer than PSM, leading to reduced

energy consumption as compared to PSM.

When the network load increases or the number of nodes increases, energy savings

from the power saving mode become smaller. For instance, the total data delivered per

joule in the 30 and 50 node networks (Fig. 6 (b) and (c), respectively) are less than that in

the 10 node network (Fig. 6 (a)). Note that the scales for the vertical axis in Fig. 6 (a), (b),

and (c) are not identical. When the network load is high, there is less time for a node to be

in the doze state due to data transmissions. Also, when the number of nodes in the network

is large, there can be more collisions among the nodes. Therefore, a node will take more

time to finish data transmission; hence, it is more likely to stay in the awake state. The

shorter duration in the doze state will yield less energy conservation.

Figs. 7 and 8 show simulation results for PSMS and PSMD, respectively. Recall that

IPSM combines PSMS and PSMD; the reason we simulate PSMS and PSMD is to show

that each feature affects on energy savings and optimal throughput, respectively. Fig. 7 (a),

(b), and (c) show the aggregate throughput with fixed network loads when using PSMD,
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PSMS, IPSM, and WOPSM schemes for different numbers of nodes on the LAN. In these

figures, letters D, I, and W on the horizontal axis correspond to the PSMD, IPSM, and

WOPSM schemes, respectively. The performance of the PSMS scheme in IEEE 802.11

depends on the ATIM window size. The figure plots the throughput of PSMS as a function

of the ATIM size. As in Fig. 5, the ATIM sizes are varied between 4 ms and 40 ms, as

plotted on the horizontal axis.

PSMS is the same as PSM except that it allows for nodes to enter the doze state once

they complete all transmissions that are announced during the ATIM window, which will

affect primarily energy consumption. Thus, the aggregate throughput achieved by PSMS

in Fig. 7 is similar to that in Fig. 5. Like PSM, the ATIM window size for PSMS is less

sensitive with a small number of nodes in Fig. 7 (a) as compared to that in Fig. 7 (c).

PSMD works like PSM except that in PSMD the ATIM window size is dynami-

cally adjusted as in IPSM. The aggregate throughput achieved by PSMD is similar to that

achieved by PSM with an optimal ATIM window except at a very high load. With a net-

work load of 50% in Fig. 7 (c), PSMD performs worse than that of PSMS with an optimal

ATIM window or IPSM. PSMD performs worse than PSMS since it uses extra bandwidth

for waiting for the channel to be idle in order to finish the ATIM window. Also, PSMD

performs slightly worse than IPSM. In IPSM, nodes will not transmit an ATIM if they

have not finished transmitting all the announced packet during the previous beacon inter-

val, which allows to utilize less bandwidth for ATIM window and more bandwidth for data

transmission as compared to PSMD.

In Fig. 8 PSMD does not save energy as compared to IPSM or PSMS. This confirms

that the energy savings of IPSM mainly comes from entering the doze state after completing

data transmission. The energy efficiency of IPSM is comparable to that of PSMS with an

optimal ATIM window that leads to the maximum aggregate throughput in Fig. 7. The

energy savings of PSMS gets decreased as the ATIM window size increases; with a large
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ATIM window, there is less time for nodes to stay in the doze state. With a high network

load in Fig. 8 (b), PSMS with an ATIM window of 4 ms saves much more energy than

that of IPSM. However, the aggregate throughput achieved by PSMS with a 4 ms ATIM

window is very low in Fig. 7 (b). With a small ATIM window only few nodes can transmit

ATIM frames so using PSMS most nodes will power off their network interfaces and enter

the doze state.

b. Wireless LAN: Dynamic Network Load

We now present simulation results for the wireless LAN where the load is time-varying.

The dynamic network load used in these simulations is shown in Fig. 4, as discussed pre-

viously. Figs. 9 and 10 plot the aggregate throughput and the corresponding total data

delivered per joule for IPSM (label I on horizontal axis), WOPSM (label W), and PSM

schemes (with different values of fixed ATIM window size for PSM). Figs. 11 and 12 plot

the aggregate throughput and the corresponding total data delivered per joule for IPSM (la-

bel I on horizontal axis), WOPSM (label W), PSMD (label D), and PSMS schemes (with

different values of fixed ATIM window size for PSMS). The simulation results are similar

to those for fixed network loads.

In Fig. 9 (a) and (b), ATIM windows of 5 ms and 10 ms in PSM give comparable

throughput to IPSM and WOPSM, respectively. However, the corresponding throughput

per joule is lower than that of IPSM in Fig. 10 (a) and (b). As discussed earlier, since

the ATIM window size affects both throughput and energy consumption, PSM does not

perform well all the time. This suggests that the ATIM window size should be dynamically

adjusted according to the number of nodes contending in the network and the network load.

The simulation using a dynamic network load shows that IPSM always performs well as

compared to PSM.

Figs. 11 and 12 show simulation results for PSMS and PSMD using the dynamic
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Fig. 9. Aggregate throughput: dynamic network load.
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Fig. 10. Total data delivered per joule: dynamic network load.
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network load. The aggregate throughput of PSMD or IPSM is similar to that of PSMS with

an optimal ATIM window size. The ATIM window size of PSMS is insensitive with a small

number of nodes (Fig. 11 (a)) but a larger ATIM window is needed with a large number of

nodes in the network (Fig. 11 (c)). Fig. 12 shows that PSMD does not conserve energy as

compared to IPSM or PSMS. IPSM achieves energy savings comparable to that of PSMS

with the optimal ATIM window size.

c. Random Topology: CBR Traffic

Figs. 13 (a) and 14 (a) show the aggregate throughput for IPSM (label I on horizontal axis),

WOPSM (label W), PSMD (label D), PSM and PSMS (with different values of fixed ATIM

window size for PSM and PSMS) for the multi-hop network case. Figs. 13 (b) and 14 (b)

show the corresponding total data delivered per joule, respectively. In a multi-hop network,

a packet may traverse several hops to reach a destination. An intermediate node using the

power saving mode has to stay awake in order to forward the packet to the destination. This

may result in more energy consumption compared to the wireless LAN case.

Simulation results for the multi-hop network are similar to those for the wireless LAN

(see Figs 5–8). Although the aggregate throughput achieved by all schemes looks similar

in Fig. 13 (a), IPSM yields the best energy savings among all schemes in Fig. 13 (b). In

Fig. 14, PSMD achieves a comparable throughput as IPSM or PSMS, but it does not save

energy as much. IPSM and PSMS achieve similar energy savings.

d. Random Topology: TCP Traffic

Figs. 15 and 16 show simulation results for TCP traffic. Letter T on the horizontal axis

corresponds to IPSM-T, which allows IPSM to give up power saving mode when there is

TCP traffic in the network – that is, nodes will stay awake if there is TCP traffic.

Both IPSM and PSMS in Fig. 15 (a) performs worse than WOPSM. Both schemes
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use extra channel bandwidth for the ATIM window, which delays a sender to receive ac-

knowledgments. This makes the congestion window increase slowly, which causes the

TCP throughput degradation. For IPSM, nodes power off in the middle of beacon inter-

val once they complete packet transmissions that are announced during the ATIM window.

This causes a delay for a sender to receive acknowledgments. Therefore, IPSM performs

worse than PSM. IPSM-T achieves the aggregate throughput that is comparable to that of

WOPSM. Since we use on-off traffic, when there is no traffic, IPSM-T will use power sav-

ing mode. Thus, IPSM-T conserves energy much more than IPSM or PSM in Fig. 15 (b).

Since PSMS also allows for nodes to enter the doze state in the middle of beacon

interval, the aggregate throughput for PSMS is also poor in Fig. 16 (a). The aggregate

throughput of PSMD is little better than IPSM because in PSMD nodes stay awake for the

entire beacon interval. In Fig. 16 (b), both PSMD and PSMS show some energy savings

because of low throughput shown in Fig. 16 (a). IPSM-T yields the best energy savings

among all schemes.

E. Summary

In this chapter, we have presented an energy efficient protocol that improves PSM for DCF

in an IBSS of IEEE 802.11. The ATIM window size is fixed in PSM, which is a significant

factor for both throughput and energy consumption. As the number of nodes increases or

the network load gets heavier, the desirable ATIM window size becomes larger. Thus, a

fixed ATIM window cannot perform very well all the time. In PSM, if the ATIM window

is too small, the throughput degrades as the network load becomes heavier. If the ATIM

window is too large, the energy gain from power saving mode becomes smaller since each

node must stay awake during the ATIM window.

IPSM is based on PSM, but a node can dynamically adapt its ATIM window size
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based on observed network conditions, which leads to a throughput comparable to that of

IEEE 802.11 without power saving mode. In IPSM, a node also can power off its wireless

network interface whenever it finishes packet transmission for the announced packets. This

gives significant energy savings. Simulation results show that IPSM outperforms PSM with

respect to energy savings.

We observe that the power saving mode does not work well with TCP traffic. When

using the power saving mode nodes have to use extra channel bandwidth for the ATIM

window, which delays a sender to receive acknowledgments. This makes the congestion

window increase slowly, which causes the TCP throughput degradation. In order to im-

prove TCP performance, nodes can temporarily give up the power saving mode when there

exists TCP traffic in the network. Simulation results show this modification helps achieve

a comparable throughput to IEEE 802.11 without the power saving mode and conserves

energy more than IPSM or PSM.
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CHAPTER III

POWER CONTROL ∗

Power control is a mechanism that varies a transmission power level when sending

packets [26]. The primary benefit of power control is to increase channel capacity by

reducing interferences among network nodes. The secondary benefit is to conserve energy

by utilizing only necessary transmission power for packet transmissions.

A simple power control protocol has been proposed based on an RTS-CTS handshake

in the context of IEEE 802.11 [1, 18, 28, 40]. Different power levels among different nodes

introduce asymmetric links. Therefore, in the above scheme, RTS and CTS are transmitted

using the highest power level and DATA and ACK are transmitted using the minimum

power level necessary for the nodes to communicate. In this chapter, we show that this

scheme has a shortcoming, which increases collisions and degrades network throughput.

We present a new power control protocol which does not degrade throughput.

The rest of this chapter is organized as follows. Section A reviews the related work.

Background on IEEE 802.11 is given in Section B. Section C describes a previously pro-

posed power control scheme and its shortcoming. Section D presents our proposed power

control MAC protocol. We will refer to the proposed scheme as PCM (Power Control

MAC). Section E discusses simulation results. Section F summarizes this chapter.

∗Reprinted from “A Power Control MAC Protocol for Ad Hoc Networks” by E.-S. Jung and
N. H. Vaidya, 2005, ACM/Kluwer Journal on Wireless Networks (WINET), vol. 11, no. 1–
2, pp. 55–66 with kind permission of Springer Science and Business Media. Copyright
2005 by Springer Science and Business Media.
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A. Related Work

A power control mechanism that can be incorporated into the IEEE 802.11 RTS-CTS hand-

shake is proposed in [28, 40]. The scheme in [40] allows a node, A, to specify its current

transmission power level in the transmitted RTS, and allows receiver node B to include a

desired transmission power level in the CTS sent back to A. On receiving the CTS, node A

then transmits DATA using the power level specified in the CTS. This scheme allows B to

help A choose the appropriate power level, so as to maintain a desired signal-to-noise ratio.

A similar protocol is utilized in [18], wherein the RTS and CTS packets are sent at the high-

est power level, and the DATA and ACK may be sent at a lower power level. We refer to

this scheme as the BASIC power control MAC protocol. We found that the BASIC scheme

has a shortcoming that can degrade the throughput. Furthermore, the BASIC scheme may

potentially increase the energy consumption, instead of decreasing it. We elaborate on this

in Section 2.

PARO [18], a power-aware routing optimization, determines routes which consume

low energy. PARO chooses a cost function based on the transmission power level at each

hop on a route, to determine a low energy-consuming route between a pair of nodes. PARO

also uses a power control MAC protocol similar to BASIC. Several other routing metrics

are also proposed in [47, 50].

A power control protocol presented in [1] is also similar to the BASIC scheme. It

maintains a table for the minimum transmission power necessary to communicate with

neighbor nodes. This scheme allows each node to increase or decrease its power level

dynamically. However, different power levels among nodes result in asymmetric links,

causing collisions.

A power control protocol proposed in [56] uses one control channel and multiple data

channels. A control channel is used to assign data channels to nodes. An RTS, CTS, RES
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(a special packet), and broadcast packets are transmitted through the control channel using

the highest transmission power. By an RTS-CTS handshake, source and destination nodes

decide which channel and what power level to use for data transmissions. On the reception

of CTS, the source sends an RES to the destination to reserve a data channel. Then, DATA

and ACK transmissions occur on the reserved data channel using the negotiated power level

from the RTS-CTS handshake.

Transmit power is controlled according to packet size in [13, 14]. The proposed

scheme is based on the observation that reducing transmission power can result in energy

savings, but can also result in more errors. A higher bit error rate can lead to increased

retransmissions, consuming more energy. Thus, the protocol in [13, 14] chooses an ap-

propriate transmission power level based on the packet size. An adaptive scheme is also

presented in [31] to choose MAC frame size based on the channel conditions.

IEEE 802.11 may result in unfairness (performance degradation) for nodes which use

lower transmission power than their neighbor nodes. Poojary et al. [39] propose a scheme

to improve the fairness.

COMPOW [38] selects a common power level at all nodes in the network to ensure

bi-directional links. Each node runs several routing daemons, each at a different power

level. The power level is chosen to be the smallest power level which achieves the same

level of network connectivity as the highest power level.

The Power Controlled Multiple Access (PCMA) protocol [37] allows different nodes

to have different transmission power levels (and allows per-packet selection of transmission

power). PCMA uses two channels, one channel for “busy tones”, and the other for all other

packets. PCMA uses busy tones, instead of RTS-CTS, to overcome the hidden terminal

problem. While a node is receiving a DATA packet, it periodically sends a busy tone.

The power level at which the busy tone is transmitted by a node is equal to the maximum

additional noise the node can tolerate. Any node wishing to transmit a packet first waits
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for a fixed duration (determined by the frequency with which nodes transmit busy tones

when receiving data), and senses the channel for busy tones from other nodes. The signal

strength of busy tones received by a node is utilized to determine the highest power level at

which this node may transmit without interfering with other on-going transmissions. Busy

tones with two separate channels are also used in [11, 20, 47, 57].

In [41, 42, 43, 52], power control is used for the purpose of topology control. Power

control has been also used to establish energy efficient spanning trees for multicasting and

broadcasting [53, 54].

B. IEEE 802.11 MAC Protocol

IEEE 802.11 specifies two medium access control protocols, PCF (Point Coordination

Function) and DCF (Distributed Coordination Function). PCF is a centralized scheme,

whereas DCF is a fully distributed scheme. We consider DCF in this dissertation.

We now define the terms transmission range, carrier sensing range and carrier sens-

ing zone which are used in the rest of the chapter:

• Transmission range: When a node is within transmission range of a sender node, it

can receive and correctly decode packets from the sender node. In our simulations,

the transmission range is 250 m when using the highest transmission power level.

• Carrier sensing range: Nodes in the carrier sensing range can sense the sender’s

transmission. Carrier sensing range is typically larger than the transmission range,

for instance, two times larger than the transmission range [27]. In our simulations,

the carrier sensing range is 550 m when using the highest power level. Note that the

carrier sensing range and transmission range depend on the transmission power level.

Since carrier sensing range includes the transmission range, we now define carrier

sensing zone which excludes the transmission range from the carrier sensing range.



49

• Carrier sensing zone: When a node is within the carrier sensing zone, it can sense

the signal but cannot decode it correctly. Note that, as per our definition here, the

carrier sensing zone does not include transmission range. Nodes in the transmission

range can indeed sense the transmission, but they can also decode it correctly. There-

fore, these nodes will not be in the carrier sensing zone as per our definition. The

carrier sensing zone is between 250 m and 550 m with the highest power level in our

simulation.

Fig. 17 shows the transmission range, carrier sensing range, and carrier sensing zone

for node C1. When node C transmits a packet, B and D can receive and decode it correctly

since they are in transmission range. However, A and E only sense the signal and cannot

decode it correctly because they are in the carrier sensing zone.

The DCF in IEEE 802.11 is based on CSMA/CA (Carrier Sense Multiple Access with

Collision Avoidance). Carrier sensing is performed using physical carrier sensing (by air

interface) as well as virtual carrier sensing. Virtual carrier sensing uses the duration of the

packet transmission, which is included in the header of RTS, CTS, and DATA frames. The

duration included in each of these frames can be used to infer the time when the source

node would receive an ACK frame from the destination node. For example, the duration

field in RTS includes time for CTS, DATA, and ACK transmissions. Similarly, the duration

field for CTS includes time for DATA and ACK transmissions, and the duration field for

DATA only includes time for the ACK transmission.

Each node in IEEE 802.11 maintains a NAV (Network Allocation Vector) which indi-

cates the remaining time of the on-going transmission sessions. Using the duration infor-

mation in RTS, CTS, and DATA packets, nodes update their NAVs whenever they receive

a packet. The channel is considered to be busy if either physical or virtual carrier sensing

1Transmission range and carrier sensing range may not be circular in reality.
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Fig. 17. Nodes in transmission range can receive and decode packet correctly, whereas

nodes in the carrier sensing zone can sense a transmission, but cannot decode it

correctly.

indicates that the channel is busy.

Fig. 18 shows how nodes in transmission range and the carrier sensing zone adjust

their NAVs during RTS-CTS-DATA-ACK transmission. SIFS, DIFS, and EIFS are inter-

frame spaces (IFSs) specified in IEEE 802.11. Note that in Fig. 18 the lengths of RTS,

CTS, DATA, and ACK do not exactly represent the actual sizes.

IFS is the time interval between frames. IEEE 802.11 defines four IFSs – SIFS (short

interframe space), PIFS (PCF interframe space), DIFS (DCF interframe space), and EIFS

(extended interframe space). The IFSs provide priority levels for accessing the channel.

The SIFS is the shortest of the interframe spaces and is used after RTS, CTS, and DATA

frames to give the highest priority to CTS, DATA and ACK, respectively. In DCF, when

the channel is idle, a node waits for the DIFS duration before transmitting any packet.

In Fig. 18, nodes in transmission range correctly set their NAVs when receiving RTS

or CTS. However, since nodes in the carrier sensing zone cannot decode the packet, they

do not know the duration of the packet transmission. To prevent a collision with the ACK

reception at the source node, when nodes detect a transmission and cannot decode it, they
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Fig. 18. When source and destination nodes transmit RTS and CTS, nodes in transmission

range correctly receive these packets and set their NAVs for the duration of the

whole packet transmission. However, nodes in the carrier sensing zone only sense

the signal and cannot decode it correctly, so these nodes set their NAVs for EIFS du-

ration (when they sense the channel changing state from busy to idle). The purpose

of EIFS is to protect an ACK frame at the source node.

set their NAVs for the EIFS duration. The main purpose of the EIFS is to provide enough

time for a source node to receive the ACK frame, so the duration of EIFS is longer than

that of an ACK transmission. As per IEEE 802.11, the EIFS is obtained using the SIFS,

the DIFS, and the length of time to transmit an ACK frame at the physical layer’s low-

est mandatory rate, as the following equation [23]: EIFS = SIFS + DIFS + [(8 ×

ACKsize) + PreambleLength + PLCPHeaderLength]/BitRate, where ACK size is

the length (in bytes) of an ACK frame, and BitRate is the physical layer’s lowest mandatory

rate. PreambleLength is 144 bits and PLCPHeaderLength is 48 bits [23]. Using a 1 Mbps

channel bit rate, EIFS is equal to 364 µs.

In IEEE 802.11 [23], the EIFS is used whenever the physical layer has indicated to the

MAC that a frame transmission was begun but that frame transmission did not result in the

correct reception of a complete MAC frame with a correct FCS (Frame Check Sequence)

value. (In this context, a frame transmission is considered to have begun when its PLCP
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header is received correctly.) The EIFS interval begins following indication by the physical

layer that the channel is idle after sensing of the erroneous frame. In our simulations, we

use a somewhat conservative variation on the above 802.11 specification. In our simulation

model of the 802.11 protocol, whenever a node senses a transmission (whether or not PLCP

header is received) but cannot receive the transmission correctly, EIFS is used. Thus, nodes

in the carrier sensing zone use EIFS whenever they can sense the signal but cannot decode

it. In the rest of this chapter (and Fig. 18), unless otherwise mentioned, when we say

802.11, we refer to the above conservative variation. This variation may reduce collisions

as compared to the IEEE 802.11 standard in multi-hop wireless networks.

Note that IEEE 802.11 does not completely prevent collisions due to a hidden terminal

– nodes in the receiver’s carrier sensing zone, but not in the sender’s carrier sensing zone

or transmission range, can cause a collision with the reception of a DATA packet at the

receiver. For example, in Fig. 19, suppose node C transmits a packet to node D. When

C and D transmit an RTS and CTS respectively, nodes A and F will set their NAVs for

EIFS duration. During C’s DATA transmission, A defers its transmission because it senses

C’s DATA transmission. However, node F does not sense any signal during C’s DATA

transmission, so it considers the channel to be idle. (F is in D’s carrier sensing zone, but

not in C’s.) When F starts a new transmission, it can cause a collision with the reception

of DATA at D. As F is outside D’s transmission range, by symmetry, D may be outside

F’s transmission range. However, since F is in D’s carrier sensing zone, by symmetry, this

implies that F can present sufficient interference at node D to cause a collision with DATA

being received by D.

C. BASIC Power Control Protocol

This section describes the BASIC power control scheme [1, 18, 28, 40] and its limitation.
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Fig. 19. IEEE 802.11 does not prevent collisions completely. After the RTS-CTS hand-

shake, when node C transmits a DATA packet to node D, F cannot sense the DATA

transmission since it is in D’s carrier sensing zone but not C’s. Therefore, when F

starts transmitting, it can cause a collision with the reception of the DATA packet

at node D.

1. Protocol Description

As mentioned earlier, power control can reduce energy consumption. However, power

control may introduce different transmission power levels at different hosts, creating an

asymmetric situation where a node A can reach node B, but B cannot reach A.

Different transmission powers used at different nodes may also result in increased

collisions, unless some precautions are taken. Suppose nodes A and B in Fig. 20 use lower

power than nodes C and D. When A is transmitting a packet to B, this transmission may

not be sensed by C and D. So, when C and D transmit to each other using a higher power,

their transmissions will collide with the on-going transmission from A to B.

One simple solution (as a modification to IEEE 802.11) is to transmit RTS and CTS at

the highest possible power level but transmit DATA and ACK at the minimum power level

necessary to communicate, as suggested in [1, 18, 28, 40]. We refer to this as the BASIC
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Fig. 20. Differences in transmission power can lead to increased collisions.
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Fig. 21. BASIC scheme: RTS and CTS are transmitted at the highest transmission power

level.
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scheme. Fig. 21 illustrates the BASIC scheme. In Fig. 21, nodes A and B send RTS and

CTS, respectively, with the highest power level so that node C receives the CTS and defers

its transmission. By using a lower power for DATA and ACK packets, nodes can conserve

energy.

In the BASIC scheme, the RTS-CTS handshake is used to decide the transmission

power for subsequent DATA and ACK packets. This can be done in two different ways as

described below. Let pmax denote the maximum possible transmission power level:

• Suppose that node A wants to send a packet to node B. Node A transmits the RTS

at power level pmax. When B receives the RTS from A with signal level pr, B can

calculate the minimum necessary transmission power level, pdesired, for the DATA

packet based on received power level pr, the transmitted power level, pmax, and noise

level at the receiver B. We can borrow the procedure for estimating pdesired from

[37]. This procedure determines pdesired taking into account the current noise level

at node B. Node B then specifies pdesired in its CTS to node A. After receiving CTS,

node A sends DATA using power level pdesired. Since the signal-to-noise ratio at the

receiver B is taken into consideration, this method can be accurate in estimating the

appropriate transmission power level for DATA.

• In the second alternative, when a destination node receives an RTS, it responds by

sending a CTS as usual (at power level pmax). When the source node receives the

CTS, it calculates pdesired based on received power level, pr, and transmitted power

level (pmax), as

pdesired =
pmax

pr

× Rxthresh × c

where Rxthresh is the minimum necessary received signal strength and c is a constant

(similar to [37]). We set c equal to 1 in our simulations. Then, the source transmits

DATA using a power level equal to pdesired. Similarly, the transmission power for the
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ACK transmission is determined when the destination receives the RTS.

This method makes two assumptions. First, signal attenuation between source and

destination nodes is assumed to be the same in both directions. Second, noise level at

the receiver is assumed to be below some predefined threshold. This approach may

result in unreliable communication when the assumptions are wrong. However, it is

likely to be reliable with a fairly high probability. This alternative does not require

any modification to the CTS format. We use this alternative in our simulation of

BASIC and the proposed scheme.

As we now explain below, the BASIC scheme can lead to increased collisions, degrad-

ing throughput.

2. Deficiency of the BASIC Protocol

In the BASIC scheme, RTS and CTS are sent using pmax, and DATA and ACK packets

are sent using the minimum necessary power to reach the destination. When the neighbor

nodes receive an RTS or CTS, they set their NAVs for the duration of the DATA-ACK

transmission. For example, in Fig. 22, suppose node D wants to transmit a packet to node

E. When D and E transmit the RTS and CTS respectively, B and C receive the RTS, and F

and G receive the CTS, so these nodes will defer their transmissions for the duration of the

D-E transmission. Node A is in the carrier sensing zone of D (when D transmits at pmax)

so it will only sense the signals and cannot decode the packets correctly. Node A will set

its NAV for EIFS duration when it senses the RTS transmission from D. Similarly, node H

will set its NAV for EIFS duration following CTS transmission from E.

When transmission power control is not used, the carrier sensing zone is the same for

RTS-CTS and DATA-ACK since all packets are sent using the same power level. However,

in BASIC, when a source and destination pair decides to reduce the transmission power
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Fig. 22. BASIC scheme: Suppose node D transmits a packet to node E. Since DATA and

ACK are transmitted using the minimum necessary transmission power, nodes in

carrier sensing zone (such as A and H) during the RTS-CTS transmission may not

sense any signal during DATA-ACK. When these nodes initiate a new transmission

by sending RTS at the power level pmax, a collision may occur at D and E. The

collisions trigger retransmissions, resulting in more energy consumption.
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for DATA-ACK, the transmission range for DATA-ACK is smaller than that of RTS-CTS;

similarly, the carrier sensing zone for DATA-ACK is also smaller than that of RTS-CTS.

When D and E in Fig. 22 reduce their transmission power for DATA and ACK trans-

missions respectively, both transmission range and carrier sensing zone are reduced. Thus,

only C and F can correctly receive the DATA and ACK packets, respectively. Furthermore,

since nodes A and H cannot sense the transmissions, they consider the channel to be idle.

When any of these nodes (A or H) starts transmitting at the power level pmax, this trans-

mission causes a collision with the ACK packet at D and DATA packet at E. This results

in throughput degradation and higher energy consumption (because of retransmissions), as

we will see in Section 3.

As discussed in Section B, IEEE 802.11 also does not prevent nodes in the carrier

sensing zone (node H in Fig. 22) from causing collisions with the DATA packet at the

destination node (node E in Fig. 22). However, BASIC makes the situation worse by intro-

ducing interference with the reception of an ACK at the source node. Using BASIC, node A

in Fig. 22 cannot sense D’s DATA transmission at the lower power level, so a transmission

from A can interfere with the reception of the ACK at D.

The above discussion indicates that the BASIC scheme is more prone to collisions,

degrading throughput (as shown in Section 3). The BASIC scheme has been considered

for saving energy [1, 18, 28, 40]. However, past work did not identify the above deficiency

of the BASIC protocol. For instance, reference [18] considers 100 x 100 m2 area for the

simulation. In this case, every node can correctly decode the RTS or CTS and will know

the duration of the remaining packet transmission. In such an environment, the negative

impact of BASIC power control is not manifested.
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D. Proposed Power Control MAC Protocol

Proposed Power Control MAC (PCM) is similar to the BASIC scheme in that it uses power

level pmax for RTS-CTS and the minimum necessary transmission power for DATA-ACK

transmissions. We now describe the procedure used in PCM:

1. Source and destination nodes transmit the RTS and CTS using pmax. Nodes in the

carrier sensing zone set their NAVs for EIFS duration when they sense the signal and

cannot decode it correctly (similar to the variation on IEEE 802.11 described earlier).

2. The source node may transmit DATA using a lower power level, similar to the BASIC

scheme.

3. To avoid a potential collision with the ACK (as discussed earlier), the source node

transmits DATA at the power level pmax, periodically, for just enough time so that

nodes in the carrier sensing zone can sense it.

4. The destination node transmits an ACK using the minimum required power to reach

the source node, similar to the BASIC scheme.

Fig. 23 shows how the transmission power level changes during the sequence of an

RTS-CTS-DATA-ACK transmission. After the RTS-CTS handshake using pmax, suppose

the source and destination nodes decide to use power level p1 for DATA and ACK. Then,

the source will transmit DATA using p1 and periodically use pmax. The destination uses p1

for ACK transmission.

As we described, the key difference between PCM and the BASIC scheme is that PCM

periodically increases the transmission power to pmax during the DATA packet transmis-

sion. With this change, nodes that can potentially interfere with the reception of ACK at

the sender will periodically sense the channel as busy, and defer their own transmission.

Since nodes that can sense a transmission but not decode it correctly only defer for EIFS
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Fig. 23. PCM periodically increases the transmission power during DATA transmission in

order to inform nodes in the carrier sensing zone of its transmission.

duration, the transmission power for DATA is increased once every EIFS duration. Also,

the interval which the DATA is transmitted at pmax should be larger than the time required

for physical carrier sensing.

According to [23], 15 µs should be adequate for carrier sensing, and time required to

increase output power (power-on) from 10% to 90% of maximum power (or power-down

from 90% to 10% of maximum power) should be less than 2 µs. Thus, we believe 20 µs

should be enough to power up (2 µs), sense the signal (15 µs), and power down (2 µs).

In our simulation, EIFS duration is set to 212 µs using a 2 Mbps bit rate2. In PCM, a

node transmits DATA at pmax every 190 µs for a 20 µs duration. Thus, the interval between

the transmissions at pmax is 210 µs, which is shorter than EIFS duration. A source node

starts transmitting DATA at pmax for 20 µs and reduces the transmission power to a power

level adequate for the given transmission for 190 µs. Then, it repeats this process during

DATA transmission, (see Fig. 23). The node also transmits DATA at pmax for the last 20 µs

of the transmission.

With the above simple modification, PCM overcomes the problem of the BASIC

scheme and can achieve throughput comparable to 802.11, but uses less energy. However,

2According to the 802.11 standard [23], EIFS is equal to 364 µs when the lowest data rate
is 1 Mbps. In our simulation, we use 2 Mbps bit rate as the lowest data rate, so EIFS is
equal to 212 µs. Note that the performance of PCM will improve if we use 364 µs for EIFS
because PCM will increase the transmission power level less frequently.
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note that PCM, just like 802.11, does not prevent collisions completely. Specifically, colli-

sions with DATA being received by the destination can occur, as discussed earlier. Our goal

in this chapter is to match the performance of 802.11 while reducing energy consumption.

To be more conservative in estimating the energy consumption of PCM, we also per-

form our simulations where we increase the transmission power every 170 µs for 40 µs

during DATA transmission. We refer to this variation as PCM40. This variation will con-

sume more energy as compared to the above version of PCM.

Recall that, as discussed earlier, we evaluates a variation of IEEE 802.11 wherein

EIFS is used differently from the standard. However, the proposed approach of transmitting

part of a packet at a higher power level and rest at (potentially) lower power level can be

applied to the IEEE 802.11 specification as well. For instance, when the rate at which the

data is transmitted is greater than the rate used for PLCP header, the range over which

PLCP header is received can be greater than the range over which data is received. We can

exploit this by transmitting the PLCP header at pmax and the rest of the packet at the lower

power level. This is expected to eliminate some collisions, but perhaps not all the collisions

introduced by the BASIC scheme. This dissertation, however, only evaluates the variation

of 802.11, and the PCM scheme.

E. Performance Evaluation

We simulate BASIC, PCM, PCM40, as well as 802.11. We use the following two metrics

to evaluate the MAC protocols:

• Aggregate throughput over all flows in the network.

• Total data delivered per unit of transmission energy consumption (or, Mbits delivered

per joule): This is calculated as the total data delivered by all the flows divided by

the total amount of transmission energy consumption over all nodes (Mbits/joule).
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The energy consumed in packet reception is not counted in the above metric.

1. Simulation Model

For simulations, we use ns-2 with the CMU wireless extension [10]. We use 2 Mbps for

the channel bit rate. Packet size is 512 bytes unless otherwise specified. (We perform

some simulations varying packet sizes as well.) Each flow in the network transmits CBR

(Constant Bit Rate) traffic. We perform the simulation with various network loads. We do

not consider mobility in our simulations.

For the radio propagation model, a two-ray path loss model is used [10]. The trans-

mitted signal is attenuated by 1

d2 at near distances and by 1

d4 at far distances, where d is the

distance between the source and the destination nodes. We do not consider fading in our

simulations.

We assume that carrier sensing range is about two times larger than the transmission

range. In particular, in our simulation, the transmission range is 250 m, and the carrier

sensing range is 550 m, at the highest transmission power level. All simulation results are

the average of 30 runs. Each simulation runs for 20 seconds of simulation time.

2. Simulation Topology

For network topologies, we use both a simple chain and random topologies.

For the chain topology, we consider 10 transmission power levels, 1 mW, 2 mW,

3.45 mW, 4.8 mW, 7.25 mW, 10.6 mW, 15 mW, 36.6 mW, 75.8 mW, and 281.8 mW, which

roughly correspond to the transmission ranges of 40 m, 60 m, 80 m, 90 m, 100 m, 110 m,

120 m, 150 m, 180 m, and 250 m, respectively. For the random topology, we consider four

transmission power levels, 2 mW, 15 mW, 75.8 mW, and 281.8 mW, roughly corresponding

to the transmission ranges of 60 m, 120 m, 180 m, and 250 m, respectively. Since the sim-

ulation results for the BASIC scheme show dramatic changes as the node distances varies,
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we include more transmission power levels for the chain topology in order to understand

the behavior of the BASIC scheme. The transmission range at power level pmax is 250 m

in our simulations for both topologies:

• Chain topology

Fig. 24 shows our chain topology, which consists of 31 nodes with 30 single hop

flows. Nodes are shown as a circle, and the arrow between two nodes indicates

traffic flows. The distance between adjacent node pairs in Fig. 24 is uniform. In our

simulations, we vary the distance from 40 m to 250 m.

2 30 1 4 3029282726

Fig. 24. Chain topology: 31 nodes with 30 flows.

• Random topology: one hop flows

For the random topology, we place 50 nodes randomly within a 1000x1000 m2 flat

area. One flow originates at each node with the nearest node as its destination. Thus,

a total of 50 flows are generated. We simulate 50 different random topologies (sce-

narios). Table I shows the number of flows using each power level for each scenario.

In Table I, p1, p2, p3, and p4 indicate transmission power levels, corresponding to the

transmission ranges of 60 m, 120 m, 180 m, and 250 m, respectively.

• Random topology: multi-hop flows

We also simulate the random topology with multi-hop flows. In a 1000x1000 m2 flat

area, 100 nodes are randomly placed. For the traffic, 60 nodes are randomly chosen

(30 sources and 30 destinations) among 100 nodes – total 30 flows are generated.

The average path length of the generated flows is 6 hops with a range of 1 to 15 hops.

Fifty different scenarios are simulated for multi-hop topologies.
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Table I. Number of Flows at Various Power Levels for the Random Topology

 

 

 

Scenario      1      2      3      4      5        6      7      8      9     10        11     12     13     14     15        16     17     18     19     20         21     22     23     24     25    

p1 flows     15    14    10    18    11      16    16    15    17    17        18      5      14     12     10        19      8      11      7      13         12     13      6      12     12   

p2 flows     18    23    28    23    26      17    24    24    22    24        18     27     27     24     23        16     27     27     27     25         27     21     27     26     19 

p3 flows     14    10     9      8      9       14    10    10     8      8         11     13      8      12     15        13     13      9      13      6           8      14     15      9      16

p4 flows      3      3      3      1      4        3      0      1      3      1          3       5       1       2       2          2       2       3       3       6           3       2       2       3       3  

  Total        50    50    50    50    50       50    50    50    50    50       50    50     50      50     50        50     50     50     50     50         50     50     50     50     50 

  Total        50    50    50    50    50      50    50    50    50    50        50     50      50     50     50         50     50     50     50     50        50     50     50     50     50

Scenario     26    27    28    29    30      31    32    33    34    35        36     37      38     39     40        41     42     43     44     45        46     47     48     49     50

p1 flows     18    18    13    15    16       8     14    13    20    16        15     11      15     15     11        16      17     12     12      7         7      15     14     17     11

p2 flows     16    19    20    26    18      25    22    20    17    17        20     25      17     18     22        18      17     24     22     31       25     17     21     24     25

p3 flows     11    10    13      8    11      12     8     13    12    15        12     12      16     12     14        13      11     12     15     10       15     16     15      6      12

p4 flows      5      3      4      1      5        5      6      4      1      2          3       2        2       5       3          3        5       2       1       2         3       2       0       3       2

3. Simulation Results

We first discuss the simulation results for the chain topology. We consider the random

topology later.

a. Chain Topology: Varying Node Distance

Fig. 25 shows the simulation results for 31 nodes with 30 flows in a chain topology. Each

flow generates traffic at the rate of 1 Mbps. Recall that PCM is our proposed scheme where

transmission power is increased to pmax every 190 µs for 20 µs, and PCM40 is a variation

of PCM where the transmission power is increased to pmax every 170 µs for 40 µs during

DATA transmission.

As the distance between two neighbors increases in Fig. 25 (a), the aggregate through-

put of all schemes increases. This is because when nodes are far apart, a larger number of

nodes can transmit simultaneously.

PCM, PCM40 and 802.11 achieve comparable aggregate throughput as seen from the

overlapping curves in Fig. 25 (a), but the BASIC scheme performs poorly in most cases.

To understand the graph, we use Table II, which shows the number of nodes in the carrier
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Fig. 25. Chain topology: Each flow generates traffic at a rate of 1 Mbps: the curves for

PCM, PCM40, and 802.11 overlap in (a).
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Table II. BASIC – The Number of Nodes in the Carrier Sensing Zone

 
Interfering nodes

40      60      80      90     100     110     120     150     180     250

14      10       6        8        6         6         4         2         2         1
Number of

Distance (m)

sensing zone. Table II shows the number of nodes that can interfere with a transmission

between two neighbors at the center of the chain, that is, the transmission from node 14

to node 15 in Fig. 24. Thus the table shows the number of nodes which can interfere with

DATA reception at receiver node 15 or ACK reception at sender node 14 in Fig. 24. The

trend of the number of nodes in the carrier sensing zone shown in Table II is similar for

other transmissions in the chain topology as well. Specifically, the number of nodes in

the carrier sensing zone is decreasing (except at 90 m3) as the distance between nodes

increases. This explains the graph in Fig. 25 (a); the aggregate throughput curve for the

BASIC scheme in Fig. 25 (a) follows the same trend as that in Table II. As the number

of potential collisions becomes smaller, the aggregate throughput increases in Fig. 25 (a).

The aggregate throughput of the BASIC scheme jumps at the 120 m and 150 m points in

Fig. 25 (a) mainly because of less collisions.

The total data delivered per joule with the BASIC scheme is worse than 802.11 for

many cases in Fig. 25 (b). This is due to poor aggregate throughput with BASIC and extra

energy consumption from collisions and retransmissions. Since PCM40 consumes more

energy compared to PCM, it gives less data delivered per joule, but it still performs better

than 802.11, or BASIC (except for the 150 m distance).

3The number of nodes in the carrier sensing range at pmax (550 m) is 12 for both 80 and
90 m distance networks. However, the number of nodes in the transmission range at pmax

(250 m) for 80 and 90 m distance networks is 6 and 4, respectively. Therefore, the number
of nodes in the carrier sensing zone for 80 and 90 m distance networks in Table II is 6
(12 − 6 = 6) and 8 (12 − 4 = 8), respectively.
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When the adjacent nodes are 250 meters apart, BASIC and PCM cannot reduce the

transmission power for DATA-ACK. (Recall that the transmission range at pmax is 250 m.)

Therefore, in Fig. 25, all four schemes (802.11, BASIC, PCM and PCM40) perform the

same when nodes are 250 m apart.

b. Chain Topology: Varying Network Load

Figs. 26 and 27 show the simulation results for 3 different node distances (60 m, 120 m,

and 180 m) in the chain topology, with a varying data rate (load) per flow.

When the network is lightly loaded in Fig. 26 (a), the aggregate throughput of all the

schemes is identical. Fig. 26 (a) also shows that the aggregate throughput of BASIC is

much less than that of PCM and 802.11 at a moderate to high load. Simulation results

for 120 m and 180 m distances in Fig. 26 (b) and (c) are similar to the 60 m distance in

Fig. 26 (a). PCM, PCM40, and 802.11 curves overlap in Fig. 26.

Fig. 27 shows the total data delivered per joule for distances of 60 m, 120 m, and

180 m. It is interesting to see that the total data delivered per joule for PCM in Fig. 27

is higher than that of BASIC even when the aggregate throughput for both schemes is the

same in Fig. 26. In PCM, nodes periodically increase the transmission power to pmax,

which should cause higher energy consumption compared to BASIC. However, with BA-

SIC more collisions occur, and when nodes retransmit packets, additional energy is con-

sumed. Therefore, the net result is that BASIC consumes more energy than PCM.

Fig. 27 also indicates that as node distance increases, the total data delivered per joule

for BASIC gets better. This is because as node distance increases, the number of collisions

decreases (see Table II), hence the number of retransmissions decreases.
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Fig. 26. Chain topology: As the network load increases, aggregate throughput for all four

schemes also increases. However, the aggregate throughput of BASIC saturates

sooner.
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Fig. 27. Chain topology: A large number of retransmissions in BASIC results in more en-

ergy consumption.
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c. Random Topology: Varying Network Load (one hop flow)

Fig. 28 shows the simulation results for one particular scenario in the random topology,

with a varying data rate per flow. Simulation results for a highly loaded network are shown

in the following section. As expected, simulation results are similar to those for the chain

topology (see Figs. 26 and 27). That is, in Fig. 28 (a), the aggregate throughput for BASIC

becomes relatively low, once the load becomes moderately high. PCM, PCM40, and 802.11

curves overlap in Fig. 28 (a).

Fig. 28 (b) shows the simulation results for the total data delivered per joule for the

random topology with different data rates. When the data rate per flow is more than

20 Kbps, the BASIC scheme performs worse than 802.11 due to additional collisions and

retransmissions. However, in Fig. 28 (b), PCM always performs better than 802.11 or

BASIC. Similar to the simulation results for the chain topology, PCM40 results in a smaller

amount of data delivered per joule compared to PCM, but it still performs better than 802.11

or BASIC in Fig. 28 (b).

d. Random Topology: 50 Different Topologies (one hop flow)

Fig. 29 shows the simulation results for a random topology with 50 flows. Each flow

generates traffic at a rate of 1 Mbps; the network is overloaded. The numbers on the

horizontal axis indicate 50 different scenarios (or topologies).

In Fig. 29 (a), PCM and PCM40 achieve throughput very close to 802.11 in every

scenario, while BASIC performs poorly.

The poor aggregate throughput of the BASIC scheme results in poor data delivered

per unit of energy consumption. Simulation results for the total data delivered per joule

in Fig. 29 (b) show that PCM performs better than 802.11 or BASIC. As explained in

Fig. 28 (b), PCM40 results in a smaller amount of data delivered per joule compared to
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PCM, but it still performs better than 802.11 or BASIC in Fig. 29 (b).

e. Random Topology: Varying Packet Size (one hop flow)

Fig. 30 shows the simulation results for a random topology with 50 flows varying the packet

size. Simulated packet sizes are 64, 128, 256, and 512 bytes. Each flow generates traffic at

a rate of 50 Kbps.

The RTS/CTS overhead per packet is independent of the packet size. Therefore, as

expected, when the packet size increases in Fig. 30 (a), the aggregate throughput of all

schemes also increases. The curves for PCM and PCM40 overlap in Fig. 30 (a). PCM and

PCM40 perform similar to 802.11 but BASIC performs poorly.

For the total data delivered per joule in Fig. 30 (b), PCM performs better than all

other schemes. Also, the gap between PCM and BASIC (or 802.11) becomes bigger, as

the packet size increases. This is because using a large packet size PCM has more time

to use lower power during DATA transmission, thus conserving more energy. PCM40 also

performs better than BASIC and 802.11 in terms of the total data delivered per joule.

f. Random Topology: 50 Different Topologies (multi-hop flow)

Fig. 31 shows the simulation results for a random topology with 30 multi-hop flows. Each

flow generates traffic at a rate of 1 Mbps. The numbers on the horizontal axis indicate 50

different scenarios (or topologies). In Fig. 31 (a), PCM and PCM40 achieve throughput

very close to 802.11 in every scenario, while BASIC performs poorly.

The poor aggregate throughput of the BASIC scheme results in poor data delivered

per unit of energy consumption. Simulation results for the total data delivered per joule in

Fig. 31 (b) show that PCM performs better than 802.11 or BASIC. As we saw in the earlier

simulation results, PCM40 results in a smaller amount of data delivered per joule compared

to PCM, but it still performs better than 802.11 or BASIC in Fig. 31 (b).
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F. Summary

In the past, MAC protocols that use the maximum transmission power for RTS-CTS and

the minimum necessary transmission power for DATA-ACK have been proposed with the

goal of achieving energy saving. We refer to this as the BASIC scheme. However, we have

shown that the BASIC scheme increases collisions and retransmissions, which can result

in more energy consumption, and throughput degradation.

In IEEE 802.11, carrier sensing range for RTS-CTS is the same as that of DATA-ACK

since transmission power does not change. However, in BASIC, carrier sensing range for

RTS-CTS and DATA-ACK may vary because the transmission power can be different for

those packets. Thus, when using BASIC, nodes in the carrier sensing zone of RTS-CTS

can cause collisions with on-going DATA-ACK transmissions because these nodes may

not sense DATA transmission which may use a lower transmission power. Such collisions

trigger retransmissions, consuming more energy. Due to this, the BASIC scheme often

yields an aggregate throughput and total data delivered per joule worse than IEEE 802.11

without power control.

We propose PCM, a Power Control MAC protocol, which periodically increases the

transmission power during DATA transmission. Simulation results show that PCM achieves

energy savings without causing throughput degradation.

One possible concern with PCM is that it requires a frequent increase and decrease

in the transmission power which may make the implementation difficult. An alternative

approach is to replace this higher power level for data by a busy tone at pmax in a sepa-

rate channel, with one channel being used for the busy tone and the another channel for

RTS-CTS-DATA-ACK. Another concern is that fading may adversely affect the PCM per-

formance. As a variation of PCM, a different time interval can also be used between the

transmissions at pmax during a packet transmission. In this variation, there is a trade-off
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between performance and energy savings.

Although PCM provides energy saving it does not yield improved spatial reuse as

compared to IEEE 802.11. Future work includes the development of a power control MAC

protocol that conserves energy while increasing spatial reuse, preferably, without using a

separate control channel.
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CHAPTER IV

POWER AWARE ROUTING USING POWER CONTROL

IN AD HOC NETWORKS

Since energy conservation is not an issue of one particular layer of the network protocol

stack, many researchers have focused on cross layer designs to conserve energy more ef-

fectively. One such effort is to employ power control at the MAC layer and to design power

aware routing at the network layer.

The BASIC power control protocol, discussed in Chapter III, has been used with

power aware routing protocols to improve the energy efficiency. For example, power aware

routing protocols in [12, 19] select a path that minimizes the aggregate transmission power

consumed by all nodes on the path. It has been believed that those power aware routing

protocols with BASIC-like power control can save energy as compared to the conventional

routing, which uses the shortest number of hops as a routing metric. In this dissertation,

however, we show contradicting results. That is, the power aware routing with BASIC-

like power control degrades the network throughput as compared to IEEE 802.11 without

power control. In addition, we also show the power aware routing protocol cannot achieve

energy savings.

The rest of this chapter is organized as follows. Section A reviews the related work.

Section B presents an overview of power aware routing with BASIC-like power control and

investigates its energy efficiency. Section C describes our simulation model and discusses

the simulation results. Section D summarizes this chapter.

A. Related Work

BASIC-like power control has been widely used for the purpose of energy conservation

[19, 28, 40]. The deficiency of the BASIC protocol was addressed in Chapter III, where we
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proposed a solution, called PCM (Power Control MAC).

Combined with the BASIC-like power control MAC protocols, power aware routing

protocols have been studied to enhance energy savings. One such effort is PARO (Power

Aware Routing Optimization) [19], which uses the BASIC protocol for its MAC protocol.

For a routing metric, PARO chooses a path that minimizes the total transmission power

consumed by all nodes on the path. Thus, when using PARO it is likely to have more hops

than when using a conventional routing protocol with the shortest number of hops.

Doshi et al. [12] implemented an on-demand minimum energy routing protocol based

on DSR [25]. Like PARO, this protocol also uses the metric that minimizes the total trans-

mission power with BASIC-like power control.

A limitation of a power aware routing protocol with BASIC-like power control is dis-

cussed in [30]. The authors point out that the network throughput with BASIC can be de-

graded if packets traverse more hops. That is, when an intermediate node forwards packets,

its neighbors have to defer their transmissions, which may cause throughput degradation.

We will elaborate this limitation in Section 2. In this dissertation, we identify a more fun-

damental problem of the combination of a power aware routing and BASIC-like power

control.

Several power aware routing metrics are presented in [47]. Among the metrics, the

authors emphasize metrics that are represented as a function of remaining battery power in

order to extend the network lifetime. They show a routing protocol using these metrics can

reduce the cost per packet over the shortest hop routing.

CMMBER (Conditional Max-Min Battery Capacity Routing) [50] is a maximum bat-

tery life routing protocol, which tries to not only minimize the overall transmission power

but also avoid the use of nodes that have low battery capacity. In CMMBER, if a route from

a source to a destination contains nodes with low battery capacity (below a threshold), the

route is avoided to extend the network lifetime. On the other hand, if every node in some
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possible routes has sufficient remaining battery capacity, then a path that minimizes the

total transmission power is chosen.

Another protocol to extend the network lifetime is proposed in [42]. Using the location

information, the protocol chooses a path that minimizes the energy consumed to deliver a

packet. A zone-based online power-aware routing protocol is proposed in [34], which also

seeks to optimize the network lifetime.

Other optimizations also include topology control [41, 42, 43, 52], energy efficient

spanning trees for multicasting and broadcasting [53, 54], and using power saving mode at

the MAC layer [7, 58, 60].

B. Power Aware Routing Using Power Control

1. An Overview of Power Aware Routing Optimization

In this section we briefly overview how PARO [19] works. We study PARO as an example

of power aware routing with BASIC-like power control, which selects the minimum total

transmission power path. PARO has 3 core algorithms: overhearing algorithm, redirection

algorithm, and route-maintenance algorithm for mobility.

The overhearing algorithm handles packets that are received by the MAC successfully.

When a node overhears a packet from its neighbor, it creates an entry in the “overhear table”

or refreshes the entry if the entry for the neighbor already exists. The entry includes the

minimum transmission power necessary to communicate with the neighbor based on the

signal strength of the received packet and the power level at which the packet was sent.

The information of the latter is included inside the packet by the sender.

The redirection algorithm performs the route optimization, which leads to discovering

paths that require less transmission power to forward a packet. Using the overhearing

algorithm, if a node finds a path that consumes less transmission energy, the node becomes
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a redirector and transmits a redirect message to the sender. The redirect message includes

a new energy efficient path.

Since only one intermediate node (redirector) can be added in a path at a time, PARO

optimizes routes one step at a time. Therefore, the number of iterations required to reach

an optimum route is the same as the number of redirectors included in the route.

The route maintenance algorithm is designed for a network where nodes are mobile.

PARO relies on data packets to maintain route information. In case of node mobility, route

information may become stale if there is no data traffic. In PARO, source nodes transmit

route-maintenance packets to destination nodes whenever there is no data packet to send for

a fixed time interval named route-timeout. When nodes receive or overhear these packets,

they update routing information to maintain fresh routes.

2. Energy Efficiency of PARO

We first show the performance of PARO with a simple scenario depicted in Fig. 32. It is

a simple chain topology which consists of 3 nodes. Nodes are shown as a circle, and the

arrow between two nodes indicates a traffic flow. For this specific topology, node A is a

source that transmits packets to node C. The distance between adjacent node pairs is 50 m.

In Fig. 32, node A can either send a packet directly to node C by using the shortest

path routing or forward them through an intermediate node B by using PARO. The dashed

line from A to C in Fig. 32 indicates the former case while the two other flows (A-B and

C-D) indicate the latter.

BA C

Fig. 32. Chain topology: node A can transmit packets to node C directly, or forward them

through an intermediate node B.
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Fig. 33 shows simulation results of the chain topology. We will use the following to

describe the protocols used in graphs in this chapter:

• R-802.11: IEEE 802.11 MAC without power control using the shortest path routing.

• PARO: power aware routing with BASIC-like power control. For a simulation pur-

pose, PCM (Power Control MAC) from Chapter III is used as the BASIC-like power

control protocol.

• R-PCM: PCM with shortest path routing.

• R-PCMO: PCM with an Option; this will be elaborated below in Section 3.

Note that R-802.11, R-PCM, and R-PCMO use the shortest path routing while PARO

uses the power aware routing.

Fig. 33 (a) shows the aggregate throughput of R-802.11, PARO, and R-PCM on the

chain topology depicted in Fig. 32. The horizontal axis represents data rate per flow in

Kbps, and the vertical axis represents the corresponding aggregate throughput achieved

by R-802.11, PARO, and R-PCM. The graphs for R-802.11 and R-PCM are overlapped.

When the network load is low, the aggregate throughput of all schemes perform the same.

However, the aggregate throughput of PARO starts suffering at 700 Kbps per flow and

does not increase beyond 600 Kbps. Since BASIC-like power control uses the maximum

transmission power for RTS and CTS, all nodes (A, B, and C) in Fig. 32 are within their

transmission ranges. When PARO is used, A will transmit packets to B and then B will

forward them to C. In this situation, two flows (A-B and B-C) share bandwidth and they

contend with each other for channel bandwidth; this results in low throughput. As studied

in [33], this is not a surprising result. As the expected path length increases, the bandwidth

available for each node to originate packets decreases. However, this is overlooked in [12,

19], focusing only on the aspect of energy consumption.
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Fig. 33. Chain topology: the curves for R-PCM and R-802.11 overlap in (a). The aggre-

gate throughput of PARO does not increase beyond 600Kpbs due to the contention

between two flows.
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Fig. 33 (b) shows the total data delivered per unit of transmission energy by R-802.11,

PARO, and R-PCM. The horizontal axis represents data rate per flow in Kbps and the verti-

cal axis represents the corresponding data delivered per unit of transmission energy. Since

R-PCM uses the minimum necessary transmission power for data transmissions between

A and C (which are 100 m apart), it achieves more energy savings than R-802.11. PARO

also performs better than R-802.11. However, it is important to note that R-PCM performs

better than PARO. In PARO, packets traverse more hops – a process in which RTS and CTS

are sent at the maximum transmission power in each hop. Also, there is extra energy con-

sumption associated with transmitting more RTS and CTS. Furthermore, since there is no

spatial reuse in PARO, more flows from a source to a destination will contend each other.

This can cause packet retransmissions which leads to more energy consumption. More

specifically, in our simulations, PARO uses the maximum transmission power (0.2818 W)

for RTS-CTS and the minimum necessary transmission power (0.002 W) for DATA-ACK.

The power consumption is multiplied by 2 since the packet is forwarded by node B. Sim-

ilarly, R-PCM uses the maximum transmission power (0.2818 W) for RTS-CTS and the

minimum necessary transmission power (0.015 W) for DATA-ACK. Also, both PARO and

R-PCM consume the maximum transmission power for periodic power increment during

data packet transmission.

From the simple chain topology, we show that the power aware routing with BASIC-

like power control may not be as energy efficient as R-PCM with the shortest path routing.

This is mainly because there is no spatial reuse in BASIC-like power control – if a packet

traverses more hops it results in lower throughput.

Another potential problem of a power aware routing with BASIC-like power control

is discussed in [30]. Let us consider the scenario in Fig. 34. Nodes A, B, and C are within

the transmission ranges of each other. Node D is within B’s transmission range but outside

the transmission ranges of A and C. When PARO is used, packets from A to C will be
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D

B

CA

Fig. 34. A limitation of a power aware routing protocol with BASIC-like power control:

when B is forwarding packets for nodes A and C, D has to defer its transmission,

which can cause throughput degradation.

transmitted via B. Thus, when B is forwarding packets for A and C, node D has to defer

its transmission. This may cause lower network throughput than that with the conventional

routing protocol. This problem will not appear if there is no traffic through D. As we

described in this dissertation, a more fundamental problem here is the contention between

two flows, A–B and B–C.

3. Overhearing Process with Power Control

In PARO, the overhearing algorithm is used to find paths that require less transmission

power consumption to forward a packet. By overhearing neighbors’ transmissions, a route

can be optimized.

In general, the overhearing algorithm can also be used in a conventional routing pro-

tocol to find the shortest path. For instance, in DSR [25] the overhearing algorithm is

performed in promiscuous listening mode; that is, when a node overhears a packet, it can

learn paths between nodes even though it may not be a part of the path. Once overhearing

a packet, the node looks up its route cache to see if it has a shorter path. If so, it sends a
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RREP (Route Reply) packet to the sender to notify a new route.

However, the overhearing algorithm may not be performed as expected if it is used

with power control. That is, when power control is used, a packet is sent at the minimum

necessary transmission power. Thus, the number of neighbors that can overhear the packet

is reduced. When compared with R-802.11, R-PCM (and also PARO) uses longer paths

since the overhearing algorithm is not used as much. As discussed with PARO, using

longer paths can degrade the aggregate throughput, which results in poor energy efficiency.

This side effect appeared during our simulations. We fix this problem by having all nodes

in the network periodically not use power control – that is, all nodes periodically use the

maximum transmission power. With this simple modification, the overhearing process can

be performed by all nodes in the network periodically. We include this modification in our

simulations as an option for R-PCM, which is indicated as R-PCMO (PCM with Option).

Specifically, in our simulation, nodes give up power control every one second for a duration

of 50 msec. Note that since this option forces all nodes to uses the maximum transmission

power periodically, the power consumption using this option will be slightly higher than

that of R-PCM.

Along with the above modification, we also make the nodes use the maximum trans-

mission power for all the routing control packets, such as RREQ (Route Request), RREP

(Route Reply), and RRER (Route Error). Therefore, routing information will be overheard

by all the neighbors, and route discovery or maintenance will not be affected by power

control. In the following section, we show more simulation results for various scenarios.

C. Performance Evaluation

We simulate PARO [19], which selects the minimum energy path using BASIC-like power

control, PCM (Power Control MAC) using the shortest path routing, PCM with the Option



87

using the shortest path routing, and IEEE 802.11 with the shortest path routing without

power control. In the graphs we indicate these protocols as PARO, R-PCM, R-PCMO, and

R-802.11, respectively. We use the following metrics to evaluate these schemes:

• Aggregate throughput over all flows in the network.

• Total data delivered per unit of transmission energy consumption (Mbits delivered

per joule).

1. Simulation Model

We use ns-2 with the CMU wireless extensions [10] for our simulations. The duration

of each simulation is 20 seconds. We perform simulations using both CBR (Constant Bit

Rate) and TCP traffic. Each flow transmits either CBR or TCP. For CBR, the rate of traffic

is varied in different simulations. TCP flow is generated by FTP applications. The channel

bit rate is 2 Mbps, and the packet size is fixed at 512 bytes. Each node starts with enough

energy so that it will not run out of its energy during the simulations. All simulation results

are the average of 30 runs.

As in Chapter III, we consider four transmission power levels, 2 mW, 15 mW, 75.8 mW,

and 281.8 mW, roughly corresponding to the transmission ranges of 60 m, 120 m, 180 m,

and 250 m, respectively.

For the random topologies, we first simulate with 30 nodes in a 100 x 100 m2 area,

which is the same size as that used in PARO. For each scenario, 10 source and 10 destina-

tion nodes are randomly chosen. In addition, we simulate another random topology with a

larger network, where 50 nodes are randomly placed in a 1000 x 1000 m2 area. Like the

scenario with 30 nodes, 10 source and 10 destination nodes are randomly chosen among

50 nodes. Also, we simulate a congested network with more flows, where 20 source and

20 destination nodes are randomly chosen among 50 nodes. Note that in all scenarios, any
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source or destination node can also be an intermediate node that forwards traffic for other

nodes.

2. Simulation Results

a. Random Topology: 30 Nodes in 100 x 100 m2

Fig. 35 shows the simulation results of a random topology with 30 nodes in a 100 x 100 m2

area. Ten source and ten destination nodes are randomly chosen. Each flow transmits CBR

traffic, and the rate of each traffic flow is varied from 2 Kbps to 50 Kbps as plotted on the

horizontal axis in Fig. 35. The corresponding aggregate throughput and the data delivered

per unit of transmission energy are shown on the vertical axis of the graphs in Fig. 35 (a)

and (b), respectively.

In Fig. 35 (a), the aggregate throughput of all schemes are the same – all curves

are overlapped. PARO performs better than R-802.11 in terms of energy efficiency in

Fig. 35 (b) as in [19]. However, as we explained in the chain topology in Fig. 33, PARO

performs worse than R-PCM due to the channel contention among flows. As mentioned

earlier, if using BASIC-like power control, there are less nodes that can overhear a packet

since data packets are sent at the minimum necessary transmission power. Thus, a selected

route in PARO may be longer than the shortest path. R-PCMO, which uses the maximum

transmission power periodically, performs slightly better than R-PCM in Fig. 35 (b). In

R-PCMO more nodes may overhear packet transmissions so a route can be optimized to be

the shortest path. As we shall see in next section, PARO does not save energy all the time

– it can even consume more energy than R-802.11 without power control.



89

0

100

200

300

400

500

2 5 10 20 30 40 50

A
gg

re
ga

te
 T

hr
ou

gh
pu

t (
K

bp
s)

Data Rate Per Flow (Kbps)

Aggregate Throughput (30 nodes with 10 flows)

R-802.11
PARO

R-PCM
R-PCMO

(a) Aggregate throughput

0

5

10

15

20

2 5 10 20 30 40 50M
bi

ts
 d

el
iv

er
ed

 p
er

 J
ou

le
 (

M
bi

ts
/J

ou
le

)

Data Rate Per Flow (Kbps)

Mbits delivered per Joule (30 nodes with 10 flows)

R-802.11
PARO

R-PCM
R-PCMO

(b) Total data delivered per joule

Fig. 35. Random topology with different network loads (30 nodes in 100 x 100m2): the

curves for R-PCM, PARO, and R-802.11 overlap in (a).
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b. Random Topology: 50 Nodes in 1000 x 1000 m2

We now present simulation results of a random topology with 50 nodes in a 1000 x 1000 m2

area, varying network load and the number of traffic flows.

Fig. 36 shows the simulation results, where 10 source and 10 destination nodes are

randomly chosen among 50 nodes. Fig. 37 shows simulation results for 20 flows – 20

sources and 20 destinations are randomly selected.

In Figs. 36 (a) and 37 (a), as the network load gets higher, the aggregate throughput of

PARO gets lower than that of R-PCM or R-802.11. This is similar to Fig. 33 (a). BASIC-

like power control offers no spatial reuse. Besides, in PARO, packets tend to traverse

longer hops, which leads to more contentions among flows from a source to a destination.

Therefore, the throughput achieved by PARO is lower than other schemes, especially at

high load.

One more observation is that the aggregate throughput of R-PCM in Fig. 36 (a) is

slightly lower than that of R-802.11 at 50 Kbps data rate per flow. Similarly, in Fig. 37 (a)

the aggregate throughput of R-PCM is lower than R-802.11 at 25 or 30 Kbps. As explained

earlier, the overhearing algorithm may be performed by fewer nodes in BASIC-like power

control since data packets are transmitted at the minimum necessary transmission power.

Thus, paths used in BASIC-like power control can be longer than the shortest path, which

can result in a low throughput at high load. R-PCMO achieves the same aggregate through-

put in Figs. 36 (a) and 37 (a) by having all nodes use the maximum transmission power

periodically.

Figs. 36 (b) and 37 (b) show the total data delivered per unit of transmission energy

in the random topology using 10 flows and 20 flows, respectively. The energy savings

achieved by PARO is lower than that of R-802.11. R-PCM conserves more energy as

compared to PARO or R-802.11. At high load, R-PCMO performs slightly better than
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Fig. 36. Random topology with different network loads (50 nodes with 10 flows in

1000 x 1000m2).
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Fig. 37. Random topology with different network loads (50 nodes with 20 flows in
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R-PCM.

c. More Simulation Results in 1000 x 1000 m2

We now present more simulation results for a random topology with 50 different scenarios

in a 1000 x 1000m2 area. Fig. 38 shows the simulation results for 50 nodes with 10 flows.

The data rate of each traffic flow is fixed at 50 Kbps. The numbers on the horizontal axis

indicate 50 different scenarios (or topologies). The simulation result for each scenario is the

average of 30 runs. Fig. 39 is the same graph, but each value in all schemes is normalized

(divided) by the value achieved by R-PCMO.

For example, in Fig. 39 (a), a value for PARO indicates an aggregate throughput

achieved by PARO divided by that of R-PCMO. Therefore, if a value in Fig. 39 is greater

than 1, it means that the corresponding scheme performs better than R-PCMO. On the

other hand, if it is less than 1, it means that the corresponding scheme performs worse than

R-PCMO. If a value is around 1, it means that the scheme performs similar to R-PCMO.

As we saw in other graphs earlier (Figs. 33–37), in Figs. 38 (a) and 39 (a), PARO

achieves poor aggregate throughput as compared to R-PCM and R-802.11. The perfor-

mance of R-PCM, R-PCMO, and R-802.11 is similar.

In Figs. 38 (b) and 39 (b) the total data delivered per unit of transmission energy for

PARO is lower than those of other schemes. R-PCM and R-PCMO perform similar to each

other, which is better than PARO and R-802.11. Recall that R-PCMO makes all nodes

in the network use the maximum transmission power periodically. Thus, if R-PCM and

R-PCMO maintain the same route for all the network flows, R-PCMO will consume more

energy than R-PCM.

Fig. 40 shows the simulation results when there are 20 flows in the network, and

Fig. 41 is its normalized graph – each value is divided by the value achieved by R-PCMO.

Fifty different scenarios are considered at the data rate of 25 Kbps. These graphs show
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Fig. 38. Random topology for 50 different scenarios with a 50 Kbps data rate per flow (50

nodes in 1000 x 1000m2): 10 flows.
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Fig. 39. Random topology for 50 different scenarios with a 50 Kbps data rate per flow (50
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Fig. 40. Random topology for 50 different scenarios with a 25 Kbps data rate per flow (50
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the same trends as Figs. 38 and 39. In Figs. 40 (a) and 41 (a), PARO has poor aggregate

throughput as compared to R-PCM and R-802.11, and all other schemes perform the same.

In Figs. 40 (b) and 41 (b), R-PCM and R-PCMO perform similar to each other, but their

performances are better than PARO and R-802.11. PARO performs even worse than R-

802.11.

d. TCP Simulation Results in 1000 x 1000 m2

In this section, we present simulation results for TCP traffic. Like in the previous section,

we simulate a random topology using 50 nodes with 10 flows. Fig. 42 shows the simulation

results of 50 different scenarios in a 1000 x 1000m2 area. Fig. 43 shows the same graph,

but each value in all schemes is normalized (divided) by the value achieved by R-PCMO.

As mentioned earlier, if a value in Fig. 43 is greater than 1, it means that the corresponding

scheme performs better than R-PCMO. On the other hand, if it is less than 1, it means that

the corresponding scheme performs worse than R-PCMO.

In Figs. 42 (a) and 43 (a), the aggregate throughput of PARO is worse than that of all

other schemes. Although R-PCM performs better than PARO, its aggregate throughput is

lower than that of R-PCMO or R-802.11. As explained before, in R-PCM nodes use the

minimum necessary transmission power for data packets, therefore, the number of neigh-

bors that can overhear routing packets is reduced. Because of this, nodes in R-PCM tends to

use longer paths than R-802.11 degrading the network throughput. The aggregate through-

put of R-PCMO is similar to that of R-802.11 most of the time, but sometimes it is slightly

worse than R-802.11. Since R-PCMO uses the maximum transmission power periodically,

there is more chances for nodes to overhear routing packets than R-PCM. However, there

exists delay to overhear and update the routing information. During the time, nodes will

use a longer path which can affect TCP throughput.

Figs. 42 (b) and 43 (b) show the total data delivered per unit of transmission of energy



99

0

200

400

600

800

1000

1200

1400

1600

1800

5 10 15 20 25 30 35 40 45 50

A
gg

re
ga

te
 T

hr
ou

gh
pu

t (
K

bp
s)

Scenario number

Aggregate Throughput (50 nodes with 10 flows)

802.11
PARO

PCM
PCMO

(a) Aggregate throughput

0

1

2

3

4

5

5 10 15 20 25 30 35 40 45 50M
bi

ts
 d

el
iv

er
ed

 p
er

 J
ou

le
 (

M
bi

ts
/J

ou
le

)

Scenario number

Mbits delivered per Joule (50 nodes with 10 flows)

802.11
PARO

PCM
PCMO

(b) Total data delivered per joule

Fig. 42. Random topology for 50 different scenarios with TCP traffic (50 nodes in

1000 x 1000m2): 10 flows.
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for TCP traffic. R-PCMO performs slightly better than all other schemes. Due to the low

throughput, PARO performs the worst. However, the differences among all schemes are

not significant.

D. Summary

A power aware routing, which minimizes the total transmission power, with BASIC-like

power control has been considered energy efficient. In this chapter we use PARO as an

example. Contrary to previous studies such as PARO, we have shown that the power aware

routing with BASIC-like power control is not energy efficient – it may even consume more

energy as compared to IEEE 802.11 without power control. As compared to the shortest

path routing, the power aware routing forces a packet to traverse more hops, with the min-

imum necessary transmission power in each hop, from a source to a destination. Since

BASIC-like power control does not provide spatial reuse, as a packet traverses longer hops,

it creates an overhead. That is, all flows on a single path have to share the channel band-

width and contend with each other to forward a single packet. Therefore, the aggregate

throughput achieved by PARO is much lower than that of IEEE 802.11 without power con-

trol. This becomes a serious problem especially when the network load is high. Due to the

poor throughput, the energy savings achieved by PARO is low. This is simple and obvious

but has been entirely overlooked in the past.

We have shown that the shortest path routing with BASIC-like power control per-

forms more energy efficiently than both PARO and IEEE 802.11. We have also found that

using BASIC-like power control, it is possible for the aggregate throughput to degrade.

Since data packets are sent at the minimum necessary transmission power, there can be less

nodes that overhear data packets. This can result in using a longer path than the shortest

path. This problem can be fixed by forcing every node in the network to use the maximum
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transmission power periodically so that all nodes can overhear more packet transmissions

to find the shortest path.
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CHAPTER V

CONCLUSION

Energy efficiency is an important issue in the design of wireless networks. In this disserta-

tion we have studied two approaches to conserve energy and their interactions with other

layers. In this chapter, we summarize our contributions and conclude the dissertation by

discussing future research.

A. Contributions

• We identified that the PSM specified for DCF in an IBSS of IEEE 802.11 does not

always perform well because of its fixed ATIM window size. We proposed an adap-

tive scheme that allows a node to dynamically adapt its ATIM window size based

on observed network conditions. The proposed scheme also allows a node to power

off its wireless network interface whenever it finishes packet transmission for the an-

nounced packets. These two lead to a throughput comparable to that of IEEE 802.11

without power saving mode and significant energy savings as comparable to the PSM

of IEEE 802.11, respectively. We also found that power saving mode does not per-

form well with TCP traffic. We showed that nodes can achieve energy savings with-

out degrading throughput by temporarily giving up power saving mode when there

exists TCP traffic in the network.

• We identified that the BASIC power control protocol has a deficiency that causes

an increase in collisions and degrades network throughput. We proposed a power

control scheme that fixes the above problem. Our simulation results show that the

proposed scheme achieves energy savings without degrading throughput.

• We investigated the interaction between the power control MAC protocol and a power
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aware routing protocol in ad hoc networks. Contrary to previous studies such as

PARO, we showed that power aware routing with BASIC-like power control is not

energy efficient. We showed that the shortest path routing with BASIC-like power

control performs more energy efficiently than both PARO and IEEE 802.11.

B. Future Research

We studied power saving mode and power control in the context of IEEE 802.11, which is

the most widely used wireless local area network (WLAN) technology. Energy efficiency

is also a critical issue in other applications, such as sensor networks and ubiquitous com-

puting. Devices used for these applications are different from those for MANET (Mobile

Ad Hoc Networks) since they have more strict resource constraints – that is, they usu-

ally have limited memory capacity, computational capability, and battery power. Although

many MAC protocols are proposed for MANET, the design of an efficient MAC protocol

for other applications (like sensor networks) is still an open research issue.

The power control protocol proposed in this dissertation provides energy savings;

however, it does not yield improved spatial reuse as compared to IEEE 802.11 without

power control. Future work on this topic includes the development of a power control

MAC protocol that conserves energy while increasing spatial reuse, preferably, without

using a separate control channel.

About power aware routing, it is desirable to design a power aware routing protocol

that provides more energy savings. It will also be interesting to see how the power aware

routing performs with other types of power control that provide spatial reuse.
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